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Projects for Beneficiary led Construction (Enhancement) 

1 Name of the State Punjab 

2 Name of the City Nadala 

3 Project Name 

Beneficiary-Led Individual Enhancement under 

Pradhan Mantri Awas Yojana for 9 Dwelling Units @ 

9 Locations in Nadala, Kapurthala. 

4 Project Code 03027931024N0 

5 State Level Nodal Agency PUDA 

6 Implementing Agency / ULB Nadala Nagar Panchayat 

7 Date of approval by State Level 

Sanctioning & Monitoring Committee 

(SLSMC) 

 

8 No. of locations covered in the project Name of 

Location 

No. of 

benefic

iaries 

Whether 

Slum 

(Y/N) 

If Y, 1 if 

notified, 2 

if 

recognised 

and 3 if 

identified 

If slum, 

whether it 

gets 

completely 

rehabilitate

d Y/N 

Nadala 9 N NA NA 

9 Project Cost (Rs. In Lakhs) 8.62 

10 No. of beneficiaries covered in the 

project Gen SC ST OBC Total 
Minori

ty 

Person 

with 

Disabil

ity 

3 5 0 1 9 - - 

11 

Number of Beneficiaries with type of 

enhancement 
One 

Room 

One 

Room + 

Kitchen 

One 

Room + 

Toilet 

One 

Room 

+ Bath 

Room 

One 

Room + 

Toilet + 

Bath 

Room 

Total 

 i) i)        Number of Beneficiaries 1 4 2 1 1 9 

 ii)  ii)       GoI grant required (Rs. In 

Lakhs) 
0.71 4.16 1.76 0.91 1.08 8.62 

 iii)  iii)      State grant, if any (Rs. In 

Lakhs) 
- - - - - - 

 iv) iv)     ULB grant, if any (Rs. In 

Lakhs) 
- - - - - - 

 v) v)      Beneficiary Share, if any (Rs. In    

Lakhs) 
- - - - - - 

 Total (Rs. In Lakhs) 0.71 4.16 1.76 0.91 1.08 8.62 

12 Whether beneficiaries have been 

selected as per PMAY guidelines? 

(Yes/No) 

Yes 

13 No. of houses constructed /acquired. 

Please specify ownership (any of 

these) 

Joint (01) Female (02) Male (03) 
Transgender 

(04) 

 1 8  

14 No. of beneficiaries covered in project Male (01) Female (02) Transgender (03) 
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8 1 - 

15 Whether it has been ensured that 

selected beneficiaries have rightful 

ownership of the land? (Yes/No) 

Yes 

16 Whether building plan for all houses 

have been approved? (Yes/No) 
Yes 

17 Whether the proposed enhancements 

are as per NBC norms? (Yes/No) 
Yes 

18 Whether the structural safety of the 

existing house ensured by the ULB? 

(Yes/No) 

Yes 

19 Whether trunk and line infrastructure 

is existing or being provisioned 
 

i) Water Supply (Yes/No) Yes 

ii)  Sewerage (Yes/No) In Progress 

iii)  Road (Yes/No) Yes 

iv) Storm Water Drain (Yes/No) No 

v) External Electrification (Yes/No) Yes 

vi) Solid Waste Management 

(Yes/No) 
In Progress 

vii)  Any Other, Specify  

viii)  In case, any infrastructure has not 

been proposed, reasons thereof 
 

20 Whether disaster (Earthquake, Flood, 

Cyclone, Landslide, etc.) resistant 

features have been adopted in concept, 

design and implementation? 

Yes 

21 
Whether Demand Survey completed 

for entire city? 
Yes 

22 

Whether city-wide integrated project 

have been formulated? If not, reasons 

thereof 

Yes 

23 
Whether validation with SECC data 

for housing conditions conducted? 
In Progress 

24 Whether Direct Benefit Transfer 

(DBT) of fund to individual bank 

account of beneficiary ensured in the 

project? 

Yes 

25 Whether there is provision in DPR for 

tracking/monitoring the progress of 

individual houses through geo-tagged 

photographs? 

Yes 

26 Whether any innovative/ cost effective 

/Green technology adopted in the 

project 

Yes 

27 Comments of SLAC after techno 

economic appraisal of DPR 
Yes 

28 Brief of project, including any other 

information ULB/State would like to 

The project is Beneficiary-Led Individual House 

Enhancement under Pradhan Mantri AwasYojana. The 
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furnish project consists of construction of 9 Dwelling Units @ 

9 Locations in Nadala, Kapurthala. 

29 Whether the enhancement proposed 

for each house is more than 9 sqmt 

area? (Yes/No) 

Yes 

30 Whether total carpet area of each 

house after enhancement is not less 

than 21 sqmt and not more than 30 

sqmt? (Yes/No) 

Yes 

 

 *State will give code number to each project sanctioned under HFA as óABCDEFGHIJKLMô (Where, 

óABô is State Code as per census, óCDEFGHô is City Code as per census, óIJô is running number of 

project of the city and óKô is project component code i.e. óKô will be 1 ï for In-situ slum development, 2 

ï for Relocation, 3 ï for AHP and 4 ï for Beneficiary Led Construction or enhancement, óLô will be N ï 

for new, R ï for Revised, óMô will be running number which will 0 for new and 1 and so on for 

revisions. 

 

It is herby confirmed that State/UT and ULB have checked all the beneficiaries as per guidelines of 

HFA. It is also submitted that no beneficiary has been selected for more than one benefit under the 

Mission including Credit Linked Subsidy Scheme (CLSS) component of the Mission. 

 

 

 

 Signature Signature 

(State Level Nodal Officer) (Secretary/Principal Secretary, Concerned Department) 

 

 

 

 

 

 

 

 

 

 

 

 

 

It is certified that this DPR has been prepared after verifying the credentials of each and every 

beneficiary after the initial verification done by ULB. 

 

Consultant, 

Jayesh A Dalal, Surat 
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Preface 

 

The Honôble President of India, in his address to the Joint Session of Parliament on 9th June, 2014 had 

announced ñBy the time the Nation completes 75 years of its Independence, every family will have a pucca 

house with water connection, toilet facilities, 24x7 electricity supply and access.ò 

Honôble Prime Minister envisioned Housing for All by 2022 when the Nation completes 75 years of its 

Independence. In order to achieve this objective, Central Government has launched a comprehensive 

mission ñHousing for All by 2022ò Housing for All (HFA) mission is since launched in compliance with the 

above objective of the Government and with the approval of competent authority. 

The mission seeks to address the housing requirement of urban poor including slum dwellers through 

following programme verticals: 

¶ Slum rehabilitation of Slum Dwellers with participation of private developers using land as a 

resource. 

¶ Promotion of Affordable Housing for weaker section through credit linked subsidy. 

¶ Affordable Housing in Partnership with Public & Private Sectors. 

¶ Subsidy for beneficiary ï led individual house construction.  
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Abbreviations 

 

AHP Affordable Housing in Partnership 

BLC Beneficiary Led Construction 

CPHEEO Central Public Health and Environmental Engineering Organisation 

CLSS Credit linked subsidy scheme 

CLTC City Level Technical Cell 

DPR Detailed Project Report 

EWS Economically Weaker Section 

GoI  Government of India 

HFA Housing for All 

HFAPoA Housing for All Plan of Action 

IA  Implementing Agency 

IS Indian Standards 

ISSR In- situ Slum Redevelopment 

LIG Low Income Group 

MoA Memorandum of Agreement 

MoHUPA Ministry of Housing and Urban Poverty Alleviation 

NBC National Building Code 

PMAY Pradhan Mantri  Awas Yojana 

RWA Resident Welfare Association 

SECC Socio Economic Cast Census 

SLAC State Level Appraisal Committee 

SLNA State level Nodal Agencies 

SLSMC State Level Sanctioning and Monitoring Committee 

SLTC State Level Technical Cell 

SPV Special Purpose Vehicle 

TPQMA Third Party Quality Monitoring Agency 

ULB Urban Local Body 

UT Union Territory 
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Introduction  

1.1.  Background 

Pradhan Mantri Awas Yojana - Housing for All (Urban) 

Housing for Allò Mission for urban area will be implemented during 2015-2022 and this 

Mission will provide central assistance to implementing agencies through States and UTs for 

providing houses to all eligible families/beneficiaries by 2022. 

Mission will be implemented as Centrally Sponsored Scheme (CSS) except for the component 

of credit linked subsidy which will be implemented as a Central Sector Scheme.  

A beneficiary family will comprise husband, wife, unmarried sons and/or unmarried daughters.  

The beneficiary family should not own a pucca house either in his/her name or in the name of 

any member of his/her family in any part of India to be eligible to receive central assistance 

under the mission.  

In the spirit of cooperative federalism, mission will provide flexibility to the States for 

choosing the best options amongst four verticals of mission to meet the demand of housing in 

their states. Process of project formulation and approval in accordance with the mission 

Guidelines would be left to the States so that projects can be formulated, approved and 

implemented faster. 

 

A Technology Sub-Mission under the Mission would be set up to facilitate adoption of modern, 

innovative and green technologies and building material for faster and quality construction of 

houses. Technology Sub-Mission will also facilitate preparation and adoption of layout designs 

and building plans suitable for various geo-climatic zones. It will also assist States/Cities in 

deploying disaster resistant and environment friendly technologies. 

The Scheme comes with an aim of constructing more than two crore houses across the length 

and breadth of the nation within a span of next seven years. This means the scheme which is 

started I year 2015 would conclude successfully in the year 2022. The target beneficiaries of 

the scheme would be poor and people living under EWS and LIG categories in urban 

establishments of the country. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://mhupa.gov.in/User_Panel/UserView.aspx?TypeID=1500
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2.  Type of Projects 

 

The project which is taken up for the preparation of DPR is of Beneficiary-led individual house 

construction (BLC): 

As per the Pradhan Mantri Awas Yojana: Scheme Guidelines, Beneficiaries desirous of 

availing this assistance has approached the ULBs with adequate documentation regarding 

availability of land owned by them.  

The Urban Local Bodies has validated the information given by the beneficiary and building 

plan for the house submitted by beneficiary. The ownership of land and other details of 

beneficiary such as economic status and eligibility has be ascertained.  

Amendment in PMAY for Vertical IV was done on 25
th
 May, 2016. According to this 

amendment: 

If the beneficiary has a pucca house with carpet area of up to 21 sq. mt. or a semi-pucca house, 

lacking in one of the facilities- (i.e. room, kitchen, toilet, bathroom or a combination of any of 

these), it may be taken up for enhancement subject to ULB/State ensuring structural safety of 

the house and adherence to following conditions:  

Å The total carpet area after enhancement must not be less than 21 Sq Mt and must not be 

more than 30 Sq Mt.  

Å Enhancement shall mean addition of minimum carpet area of 9.0 Sq Mt into the existing 

house with pucca construction of at least one habitable room or room with kitchen and/or 

bathroom and/or toilet conforming to NBC norms.  

Å The details of the enhancement proposals under BLC vertical shall be submitted in 

proposed Annexure 7D of the PMAY guidelines. 
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Steps for implementation  

Highlights of Affordable Housing Policy ï 2016 in the state of Punjab 

¶ The policy is intended to encourage the planning and development of óGroup Housing 

Projectsô to ensure increased supply of Affordable Housing in the State of Punjab. 

¶ The Maximum Area that can be used for Affordable Housing shall not exceed 10% of the 

total Gross Area of the project, subject to the condition that no site used for Affordable 

Housing shall be less than 5 acres contiguous and compact chunk of land. However, in 

case of small projects where minimum 5 acres chunk of land required for Affordable 

Housing exceeds the 10% limit  of total project area, in that case the condition of maximum 

10% area shall not be applicable. 

¶ Affordable Housing shall be allowed within 20% area permissible for Group Housing in 

plotted residential development projects and no separate site in addition to 20% Group 

Housing shall be permissible for construction of Affordable Housing. Where the is a part 

of plotted of residential development project in that case the area under affordable housing 

shall be considered as part of the 20% area permissible for Group Housing. 

¶ All  such projects shall be required to be necessarily completed within a period of 5 years 

from the date of issue of license. This date shall be referred to as the ódate of 

commencement of projectô for the purpose of this policy. The promoter shall ensure all 
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statutory clearances. The license taken under PAPRA, 1995 shall not be renewed beyond 5 

years. 

Sitting Parameter 

The projects under this policy shall be permitted as per zoning regulations of the respective 

master plan. 

The minimum area for which such projects can be allowed shall be governed by the following 

criteria: 

 

Sr. 

No. 
Master Plan 

Minimum area required (in 

acres) outside M. C. limits 

Minimum area required (in 

acres) within M. C. limits 

1 

i) Master Plan 

SAS Nagar 

ii)  Master Plan 

New 

Chandigarh 

5 acres as part of plotted / 

flatted residential project. 

No standalone projects shall be 

permissible in any zone of 

these Master Plans including 

mixed land use zone. 

2.5 acres as part of plotted / 

flatted residential projects. 

No standalone projects shall be 

permissible in any zone of these 

Master Plans including mixed 

land use zone. 

2 

Rest of the master 

plans in the State of 

Punjab 

5 acres as part of plotted / 

flatted residential project or as 

a standalone project in the 

residential and mixed land use 

zone of the master plan. 

2.5 acres as part of plotted / 

flatted residential project or as a 

standalone project in the 

residential and mixed land use 

zone of the master plan. 

Planning Parameters 

The planning parameters for the projects allowed under this policy shall be as follows: 

¶ Density Permitted: Maximum up to 750 persons per acre. 

¶ Maximum FAR allowed: 1:2.50 

¶ Minimum Approach Road: 60ô-0ò 

¶ Maximum Ground Coverage allowed: 40% 

¶ Minimum Area under organized Open Space: 20% of the site area 

¶ Occupancy Norms (for Density Calculations): 5 persons per flat 

Type of Apartment and Area under such Apartment 

¶ The super area of the apartment shall range from 750 sqft to 900 sqft in size. 

¶ The term super area shall mean the gross covered area of the building including the area 

covered by all such parts/areas in the project which the allot tee shall use by sharing with 

other occupants of the project including entrance lobby, driverôs/common toilet at ground 

floor, lift lobbies, lift shafts, electric shafts, fire shafts, plumbing shafts, common corridors 

and passages, staircases, mum ties, service areas including but not limited to lift room, 

maintenance offices/stores, security/fire control rooms and architecture features, if 

provided. 
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Parking Norms 

The parking space shall be provided at one Equivalent Car Space (ECS) for each dwelling unit 

with 10% additional guest parking. Surface parking may be provided up to 20% and rest of the 

parking shall be provided in the basement (s) or under stilts. 

Common Facilities 

The following common facilitiesô sites in any such project shall be provided by the promoter of 

the project: 

¶ One built-up Community Hall of not less than 3000 sqft for every 5 acre area. For area 

more than 5 acres there will be proportionate increase in the built up area of the 

Community Hall. 

¶ Where the site of affordable housing is a part of overall layout plan of a colony in that case 

the provision of one built-up nursery cum crèche may not be mandatory as the other school 

sites proposed in overall layout of the colony may serve this population but where the 

affordable housing is being developed as a standalone project in that case the provision of 

one built up Nursery school cum crèche of not less than 3000 sqft area for every 5 acres 

project shall be mandatory and for area more than 5 acres there will be proportionate 

increase in the built up area of the Nursery school cum crèche. 

 

Maintenance of Colony after completion of project 

A commercial component of 2.5% of the plot area (shall be part of overall 40% ground 

coverage of the project) shall be allowed in the project to enable the colonizer to maintain the 

colony free-of-cost for a period of five years from the date of grant occupation certificate, after 

which the colony shall stand transferred to the ñAssociation of Apartment Ownersò constituted 

under the Punjab Apartment Ownership Act 1995 and for maintenance. 

Applicable Fees & Charges 

In order to boost the construction of affordable housing for masses by the private promoters 

and to keep the allotment rates within the affordable range of the applicants, 50% of the rate of 

CLU, EDC, LF/PF as applicable to group housing projects in the respective zone shall be 

chargeable. However, the charges for commercial component shall be fixed under policy 

notified by Notification No. 17/17/2001 ï 5Hg2/P.F./47962/1 dated 06.05.2013 or as amended 

from time to time. The benefit of concession should pass on to the consumer, so this should be 

mentioned separately in pricing/marketing brochures. The price of the dwelling units once 

fixed shall not be escalated during the completion of the project. 

The delivery of complete dwelling units shall be time bound and in case the delivery is not 

made within the fixed time period, the promoter has to pay simple interest @ 10% on the 

amount received from buyers for first three months and beyond three payment by the buyers, 

the same rate of simple interest and penal interest shall be chargeable by the promoter on the 

delayed installments from the buyers. 

In order to encourage early completion of projects, in case the colonizer completes the project 

in 3 years from the date of commencement of project and gets occupation certificate in such 
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period, the payment of last installment of EDC shall be waived off by the concerned 

Development Authority. 

Housing for All for the State of Punjab (Urban) 

As per the report of technical group on Urban Housing Shortage (2012-17) constituted by the 

Ministry of Housing and Urban Poverty Alleviation (MoHUPA), Government of India, there is 

a shortage of 18.78 million dwelling units, out of which nearly 96% belongs to the 

Economically Weaker Sections (EWS) and Lower Income Group (LIG) Households. As per 

Census of India 2011, Punjab has recorded total population of 27,704,236 persons out of which 

37.49% were living in urban areas. 

In view of the fact that more than 50% of the Stateôs population is forecasted to be living in 

urban areas by 2041, it is necessary to develop new integrated townships or other available land 

near towns. 

As per policy the provision of sub-section 11 of section 5 of óThe Punjab Apartment and 

Property Regulation Actô every promoter of a housing project is required to leave 5% of the 

gross area of the project for EWS Housing for plotted development and in case of Group 

housing projects, 10% of the total number of flats are required to be reserved for EWS. The 

promoters were given certain incentives like exemption from CLU, EDC, License Fee, etc. to 

construct dwelling units for EWS. But in spite of these incentives, satisfactory progress in this 

field has not been achieved. 

With this in view the Government of Punjab has framed a policy vide Notification No. 

17/17/2001-5Hg2/PF/4255 dated 31/12/2013, whereby, in case of housing projects where 

plotted as well as flatted development is under taken by the developer, 5% of the gross project 

area reserved for EWS shall be transferred free of cost to the concerned authority for 

construction of dwelling units for EWS. These dwelling units shall be allotted by the concerned 

authority to the eligible persons as per policy. 

In case of stand-alone group housing projects, the developer shall be responsible to construct 

dwelling units for EWS which will  be handed over to the concerned development authority for 

allotment to eligible persons as per policy of government or alternatively they can make 

payment to authority @ Rs. 1500/- per Sq. Ft. of covered area for minimum 25 Sq. Mts. of unit 

area. 

Government of India has launched a scheme ñAffordable Housing for All, 2022ò, to provide 

one house to one family by 2022. To achieve this goal, Central Government has assured to 

provide all assistance to the State Governments. Government of Punjab is also committed to 

provide affordable houses to the people of the state. Hence, the State Government has framed 

ñHousing for All Schemeò, for the benefit of the Economically Weaker Sections of the State. 

The main focus of this policy shall be rehabilitation of Slum Dwellers and to provide Housing 

to the Economically Weaker Section (EWS) and Lower Income Group (LIG) of the society. 
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Definitions 

¶ ñAllotteeò means a person to whom a property has been allotted by way of sale or hire 

purchase or lease or rent or in such manner as determined by the Authority. 

¶ ñAmenityò includes roads, water supply, street lighting, drainage, sewerage, public 

works and such other conveniences. 

¶ ñBeneficiaryò means a beneficiary family as per the policy which comprises husband, 

wife and unmarried children. 

¶ ñCarpet Areaò means the net usable covered floor area bounded within the walls of the 

apartment but excluding the area covered by the walls and any balcony which is 

approved free of FAR but including the area forming part of Kitchen, Toilet, Bathroom, 

Store and built in Cupboard/Almirah/Shelf which being usable covered area shall form 

part of the carpet area. 

¶ ñKutcha Houseò means a house that has walls and / or roof of which are made of 

unburnt bricks, bamboos, mud, grass, reed, thatch, loosely packed stones. 

¶ ñSemi ï Kutcha Houseò means a house that has fixed walls made up of pucca material 

but roof is made up of the material other than those used for pucca house. 

¶ ñEWS houseò means a dwelling unit with a carpet area up to 30 Sq. m with basic civil 

infrastructure. 

¶ ñEWSò means a household having an annual income from all sources up to Rs. 

3,00,000 (Rs. Three Lakhs). 

¶ ñLIGò means a household having an annual income from all sources between Rs. 

3,00,001 (Rs. Three Lakhs one) up to 6,00,000 (Rs. Six Lakhs). 

¶ ñLIG Houseò means a dwelling unit with a maximum area up to 60 Sq. m carpet area 

with basic civil infrastructure. 

¶ ñLocal Authorityò means Municipal Corporation, Municipal Committee, or Notified 

Area Committee. 

¶ ñSpecial Development Authorityò means all special development authorities notified 

under PRDTP Act 1995 (ADA, BDA, GLADA, GMADA, JDA, PDA) 

¶ ñSlum Areaò is the area notified as slum by the Local Authority / Slum Development 

Authority. 

¶ ñSlum Rehabilitation Componentò means that portion (area) of the project (scheme) 

which is used to provide EWS housing along with basic infrastructure. 

¶ ñFree Sale Componentò means that portion (area) which will be available to developer 

for selling in the market so as to cross subsidize the project. 

¶ ñStateò means the State of Punjab. 

¶ ñUrban Local Body (ULB)ò means Municipal Corporation, Nagar Council, Nagar 

Panchayat of the area. 

Building Norms 

Building norms shall be as per the Punjab Urban Planning and Development Authority 

Building Rules, 2013 and as amended from time to time or norms fixed by the State 

Government for Construction of affordable houses under this scheme. 
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Nodal Department 

The Department of Housing and Urban Development shall be the Nodal Department for Co 

ordination and monitoring of this policy. 

Nodal Agency 

The Punjab Urban Planning and Development Authority (PUDA) shall be the Nodal Agency 

for co ordination and monitoring of this scheme. 

Implementation Methodology 

The four verticals of the Affordable Housing for All  (Urban) of the Government of India will  

be implemented in the State of Punjab through the following mechanism: 

In situ Slum Redevelopment 

¶ Applicability:  This scheme will  be applicable in slums which exist on land belonging 

to the State Government or the Central Government, their Public Sector Undertakings 

or the land belonging to the Urban Local Bodies or Special Development Authorities. 

¶ Responsibility of Implementation: The concerned ULB or the Special Development 

Authority, within its jurisdiction, shall identify the slums, which exist on Central 

Government or State Government or the land belonging to the local authority or any 

Public Sector Undertaking. The local authority will  be responsible to identify the 

families staying in these slums and this identification will  be linked with Voter Id and 

Adhaar Card. 

The Redevelopment of a slum under this scheme may be carried out through Public 

Private Partnership (PPP). In such case the Private Partner will  develop the units 

required to redevelop the slum as per specifications and conditions of the policy. The 

land which comes as a saving will  be utilized by the developer to cross subsidize the 

Dwelling Unit construction. The private partner will  be selected through open bidding 

process. In case, no private partner opts for the scheme, then the concerned local 

authority will  take up the redevelopment of the slum keeping in view its financial 

viability and the availability of resources with the local authority. Financial and 

Economic analysis of these projects will  be done on site to site basis and the project 

will  be put to bidding or will  be carried out by the local authority or Special 

Development Authority only after approval of the State Level Screening and 

Monitoring Committee (SLSMC). Punjab Municipal Infrastructure Development 

Corporation (PMIDC) will  act as the coordinating authority to provide help in 

preparation of DPRs, in the Department of Local Government, for the Urban Local 

Bodies (ULBs). 

 

In case the project is developed through PPP then Slum Rehabilitation Component shall 

be handed over to the Private partner for construction. As the initial construction will  

require at least 30% area free from any habitation to start the construction, the local 

authority will  identify such area within the same slum. However, in case the area is not 

available in the slum, then some other area close by will  be identified and will  be linked 

to the project. The slum development area and the Free Sale Component must be 
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identified clearly before bidding out the project. The allotment to the eligible 

beneficiaries as identified by the local authority will  also ensure handing over of land 

which comes out free from this relocation to the private partner for further construction, 

without any delay. The private partner shall be allowed the sale of óFree Sale 

Componentô of the project after the completion and transfer of all DUs complete in all 

respects on óSlum Rehabilitation Componentô to the implementing agency/ State 

Government. The bid money received from the Private Partner for the Free Sale 

Component will  go to the owner of the land on which this slum exists. In case the land 

belongs to multiple agencies the money will  be shared on ownership basis. 

Clubbing of nearby slums in clusters to make the project financially and technically 

viable shall be permissible under this scheme and such a cluster of slums can be 

considered as a single project. 

The following incentives shall be available to the private partner under this scheme: 

¶ No CLU, EDC, LF/PF, any fee etc shall be charged for óSlum Rehabilitation 

Componentô. No CLU and EDC charges will  be applicable on the óFree Sale 

Componentô. However, private partner will  have to pay LF/PF, building plan 

approval fee or any other fee as per the building by-laws applicable, for óFree 

Sale Componentô. The provision of laying services and up gradation of the 

existing Sewerage, Water Supply, Roads and other services in the area to cater 

to increased requirement will  be part of every project. The private partner will  

be free to put the allowable óFree Sale Areaô of the scheme to any use, subject to 

the condition that it conforms to the building bye laws applicable in the area. 

Necessary amendments if  any in the Master Plan to allow this use will  be made 

by the Department. 

¶ Extra FSI /FAR or TDR, shall be allowable, if  require to make the project 

financially viable. However these parameters will  be used before initiating the 

process of biding and will  be got approved from the SLSMC. 

¶ Under this scheme, Central Financial Assistance of Rs. 1.0 Lakh per house on 

an average would be admissible for all houses build for slum dwellers in all 

such projects. 

 

a) Physical Norms 

I Size of the Dwelling Unit 30 Sq. m Carpet Area 

II  Number of Dwelling Units per acre Up to 150 DU 

III  Maximum Ground Coverage 50% 

IV  FAR 1 : 1.60 

V Number of Storeys G + 3 

VI  One Nursery School Minimum covered area 2000 sq. ft. 

VII  Creche Minimum covered area 2000 sq. ft. 
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b) Eligibility  conditions for  the Private Partner:  

i. Should conform to the pre qualification criteria for the construction 

involved, vis-à-vis only the óslum development areaô according to 

the EPC standard bid document. 

ii. Joint Venture would be allowed provided that major player conforms 

to the condition number (i) above. 

 

c) Bid Variable:  

The financial bid will  be the value of the free sale component by the private 

partner. The successful bidder will  provide a bank guarantee equal to the 

financial bid for a period of five years or till  the completion of the project, 

whichever is later. 

d) Completion Period of the Project: 

The developer shall have to complete at least 30% of the total dwelling units 

in the first two years from the date of grant of permission for construction of 

these dwelling units. The next 30% dwelling units shall have to be 

completed in the next one year (i.e. at least 60% in three years). The balance 

40% dwelling units shall be completed the next two years (i.e. the project 

should be completed in 5 years). The total project has to be completed 

within a period of five years the date of grant of permission for construction. 

No further extension of the project shall be permissible. 

e) Penalty 

In case, the private partner fails to construct the required number of dwelling 

units as stipulated above, a penalty of Rs. 10,000/- per Dwelling Unit per 

year shall be charged for the un-built / incomplete dwelling units. 

Affordable Housing through Credit Linked Subsidy 

¶ Applicability:  This scheme will  be applicable in the entire state of Punjab 

¶ Land:  Under this scheme, the state will  provide land as subsidy for construction of G+3 flatted 

houses. These would be lands available with the Authorities which have come from developers 

under the EWS scheme notified dated 31.12.2013 and other suitable lands belonging to the 

State Government and local authorities will  be identified and will  be handed over to the 

Executive Authorities for construction of these houses. 

¶ Eligibility  of the Beneficiary: 

i. Should be a voter in the city or in a village around the city in an area which will  by 

specified by the nodal department, should be an Adhaar card holder. 

ii. Annual Household income EWS ï up to Rs. 3 lac; LIG ï up to Rs. 6 lac (Self 

declaration will  be admissible). 

iii.  Has not availed any benefit for construction of a house or renovation of an existing unit 

under any central or state sponsored scheme in last 5 years. 

iv. The applicant must be eligible for the interest subvention scheme of the Government of 

India. 

v. EWS and LIG ï The beneficiary or his spouse should not own any pucca house 

anywhere in the state of Punjab. (Self Declaration admissible). 

vi. The applicant will  have to submit certificate with respect to the reservation under which 

the application is being made. 
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¶ Reservation: The reservation for allotment of houses to identified eligible beneficiaries in 

affordable Housing in Partnership (AHP) projects shall be made following a transparent 

procedure as approved by State Level Sanctioning and Monitoring Committee (SLSMC). The 

reservations as under will  be applicable: 

 

Scheduled Castes 50% 

General Category 49% 

Transgender 1% 

The further reservation from amongst the reservation for Scheduled Caste and General 

Category shall be available as given below: 

Single Women/Widows above the age of 40 years (SC) 5% 

Single Women/Widows above the age of 40 years (General) 5% 

Handicapped (SC) 5% 

Handicapped (General) 5% 

Senior Citizens (SC) 15% 

Senior Citizens (General) 15% 

While making the allotment, keeping in view the availability the families with differently abled 

persons and senior citizens will  be allotted house preferably on the ground floor or lower 

floors. 

This reservation will  be available city or town wise as the applications will  be invited. In case 

any clustering is to be done for reservation the SLSMC will  be the final authority. 

¶ Construction Norms: The Nodal agency will  prepare a model architectural design for both 

EWS and LIG houses. The specification will  also be prepared by the Nodal agency and will  be 

got approved from the SLSMC. The construction will  be carried out by the executing agency 

which will  be notified by the Nodal Department on site to site basis. The norms for 

construction will  be as follows: 

EWS 

I Size of Dwelling Unit 30 Sq. m Carpet Area 

II  Number of Dwelling Units per acre Up to 150 

III  Maximum Ground Coverage Up to 50% 

IV  FAR 1:1.60 

V Number of Storeys G+3 

VI  One Nursery School Minimum Covered Area 2000 Sq. ft. 

VII  Creche Minimum Covered Area 2000 Sq. ft. 
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LIG  

I Size of Dwelling Unit 50 Sq. m Carpet Area 

II  Number of Dwelling Units per acre Up to 85 

III  Maximum Ground Coverage Up to 50% 

IV  FAR 1:1.60 

V Number of Storeys G+3 

VI  One Nursery School Minimum Covered Area 2000 Sq. ft. 

VII  Creche Minimum Covered Area 2000 Sq. ft. 

 

¶ Finance: The Nodal Agency will  tie up with the banks for financing these projects on self 

finance scheme. The credit linked subsidy under the Housing for All  (Urban) scheme of the 

Government of India will  be linked to this scheme so that the beneficiary can avail interest 

subvention of 6.5%. 

¶ Executing Agency: The Executing Agency for every project will  be approved by the SLSMC. 

Procedure to be followed: 

i. The Local Government Department and all the Special Development Authorities will  

identify all the lands available as per the details given in ñLandò above to the Nodal 

Department. The technical viability of these lands will  be studied by the Nodal Agency. 

The Nodal Department will  identify the cities and towns where this scheme can or 

should be implemented and will  get it approved from the SLSMC. In a particular city or 

town identified the lands which come from the ULBs and the special development 

Authorities will  be utilized first and then in case of need for more land the Nodal 

department will  take help of other Government departments to identify other 

government lands which can be utilized under this scheme. 

ii. The Nodal agency will  invite the application in accordance with the eligibility criteria 

in those cities and towns as decided by the SLSMC. 

iii.  The beneficiaries will  self certify their income and other eligibility criteria as specified 

above. 

iv. The beneficiary will  have to deposit earnest of Rs. 10,000/- in case of EWS and Rs. 

20,000/- in case of LIG. 

v. The Nodal agency will  then publish the list of beneficiaries along with other details for 

inviting objections, if  any. 

vi. The beneficiaries will  then be divided project wise and financial institution wise in 

accordance with the mechanism approved by the SLSMC. 

vii.  The verification of the beneficiaries will  be the responsibility of the Nodal Department 

with the help of all those agencies which are required for this purpose. 

viii.  The banks which are financing these beneficiaries under the self finance scheme will  be 

associated with the process of identification. 

ix. In case of government land identified for this purpose belongs to a different department 

of the government, the SLSMC will  be authorized to take the decision to utilize this 

land under this scheme but with the approval of the concerned department. 
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x. The executing agencies will  be identified project wise and will  be done in way that the 

projects are completed in the least possible time. 

xi. Independent quality management agency(ies) will  be engaged to ensure quality 

construction. 

 

Affordable Housing in Partnership 

The third component is Affordable Housing in Partnership. Under this scheme the Private 

Developers / Builders can come up with projects which have 35% EWS/LIG component with a 

single project having at least 250 Dwelling Units. The Builder and the Developer will have to 

submit the Detailed Project Report to the Nodal Agency and the Nodal Agency will examine 

and put up the DPR to the SLSMC. The basic condition of these projects will be as under: 

i. The Developer/Builder should own the entire land on which such construction is 

supposed to take place. 

ii. The design of the EWS Dwelling Units has to be got approved from the Nodal Agency. 

iii.  The sale prices for the Dwelling Units will be fixed by the SLSMC either on the project 

basis or city basis. The price of the Dwelling units will be fixed through open 

transparent process factoring in incentives provided by Centre/State/ULB/Developing 

Agency. 

iv. The Developer/Builder will be authorized to sell EWS/LIG houses to eligible 

beneficiaries in accordance with the eligibility criteria fixed by the government in 

(1.6.2) above. This eligibility criteria has to be got approved as part of the DPR from 

SLSMC. 

v. The Nodal Agency after approval from SLSMC will recommend the case for the 

Central Assistance at the rate of Rs. 1.5 Lakh per EWS/LIG house to the Central 

Government. 

vi. The will have to follow the reservation criteria for EWS/LIG houses as specified in 

1.6.2 above. 

vii.  This recommendation will be done keeping in view the entire benefit available to the 

state from the Central Government under HFAPoA. 

 

Subsidy for Beneficiary-Led Individual House Construction 

¶ Applicability:  This scheme will  be applicable where the beneficiary is living in the city/town 

taken up in the scheme. The beneficiary must own his/her own land and is living in a Kutcha or 

Semi-Kutcha house in a slum or slum like conditions. This scheme will  be applicable in towns 

and cities which are identified by SLSMC. Only those slums which are not being taken up 

under redevelopment will  be considered under this scheme. 

¶ Eligibility  of the Beneficiary: 

i. Should be a voter in the city or town, is living in a kutcha or semi-kutcha house which 

has been erected on a piece of land which belongs to the beneficiary. He should be an 

Aadhar Card holder. 

ii. Annual Household Income should be up to Rs. 3 Lakh. (Self Declaration will  be 

Admissible). 

iii.  The beneficiary must provide details of finances available over and above Rs. 

1,50,000/- for construction of the living unit. 
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iv. Has not availed any benefit for construction of a house or renovation of an existing unit 

under any Central or State sponsored scheme in last 5 years. 

v. The applicant must be eligible for the interest subvention scheme of the Government of 

India. 

vi. EWS ï The beneficiary or his spouse should not own any other living unit in the city 

where the scheme is launched or in any other place in the State of Punjab (Self 

Declaration will  be admissible). 

¶ Construction Norms: The beneficiary will  have to construct a pakka room and a toilet using 

this assistance. The toilet facility should be as per the design approved by the local authority. 

¶ Procedure to be followed: 

i. The local authority in the ULB will  invite applications, in a format approved by 

SLSMC, from all those who are eligible under the scheme in the towns/cities approved 

by the SLSMC. 

ii. The applications will  then be verified by the local authority as per policy and a detailed 

report will  be sent to the Nodal Agency. 

iii.  The Nodal Agency will  seek approval from the SLSMC. 

iv. After the approval from the SLSMC the project will  be got approved from the Central 

Government as per HFAPoA. 

v. On approval and receipt of funds, the funds will  be released to the beneficiary in three 

stages: 

Stage I ï Rs. 50,000/- 

Stage II  ï On construction up to roof level Rs. 50,000/- 

Stage III  ï On construction of the roof and a toilet Rs. 50,000/- 

It will  be the responsibility of the local authority to ensure that the funds are put to proper use. 

Administrative Conditions and Bindings on the Allot tees: 

i. Allot  tee/Beneficiary of all the above detailed schemes will  not sell the house for at 

least 5 years. No transfer will  be allowed other than inheritance. 

ii. The allot tee/beneficiary will  use the allotted house only for residential purposes for 

himself and his defined family and not for purpose other than residence. 

iii.  The allot tee/beneficiary will  not lease or rent out the house. 

iv. The allot tee will  be liable to pay the Sewerage charges, Water charges, Electricity 

consumption bill,  etc. 

v. The transfer of property through execution of irrevocable General Power of Attorney 

(GPA) where the consideration amount has been passed to the executor or any one on 

his behalf will  be considered as sale of the property and same will  be counted as breach 

of terms and conditions of the policy. Penal proceedings as per the prescribed 

provisions above shall be initiated. 

vi. The allot tee/beneficiary will  abide by the terms and conditions of the allotment/grant 

letter. 

vii.  Any violation of the terms and conditions or default in payment will  lead to revocation 

of such allotment/grant and will  lead to recovery of any subsidy granted by the 

Government. 

viii.  Beneficiary can apply only in one scheme under this policy. 
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State Level Sanctioning & Monitoring Committee (SLSMC): 

Under this scheme, a State Level Sanctioning & Monitoring Committee (SLSMC) shall be 

formulated by the State Government under the Chairmanship of Chief Secretary, Punjab with 

the following members: 

1. Chief Secretary Chairman 

2. Secretary Housing & Urban Development, Department Punjab Vice ï Chairman 

3. Secretary Local Government Member 

4. Secretary Finance Member 

5. Secretary Revenue Member 

6. Secretary Environment Member 

7. State Level Bankerôs Committee Convener Member 

8. State Nodal Officer (Chief Administrator, PUDA) Member 

Note: The Chairman of the SLSMC shall have the authority to co-opt any other member or 

invite special invitees to the meeting of SLSMC s and when need arises. 

¶ Functions of State Level Sanctioning &  Monitoring  Committee 

SLSMC shall be in-charge of overall implementation of the scheme including the 

following: 

1. Approval of Housing for All  Plan of Action (HFAPoA) 

2. Approval of Annual Implementation Plan 

3. Approval of DPRs under various components of the scheme 

4. Approval of Annual Quality Monitoring Plan 

5. Approval of cities/towns selected under the scheme(s) 

6. Reviewing progress of approved projects in the state 

7. Monitoring implementation of scheme 

8. Identification and approval for utilization of government land of any department for 

construction of affordable housing under this policy, if  any land of ULB/Special 

Development Authority is not available or more land is required. 

9. Any other issues required for effective implementation of the scheme. 

 

2.1. In ï Situ Slum Redevelopment (I SSR): ñIn-situò slum rehabilitation using land as a 

resource with private participation for providing houses to eligible slum dwellers. 

Development of entire slum by providing adequate housing and infrastructure 

(civic and social) to the slum dwellers. 

 

2.2. Affordable Housing in Partnership (AHP): An affordable housing project can be a 

mix of houses for different categories but it will be eligible for central assistance, 

if at least 35% of the houses in the project are for EWS category and a single 

project has at least 250 houses. 

 

2.3. Beneficiary-led individual house construction (BLC) or enhancement (BLE): 

The project will be for individual eligible families belonging to EWS categories 

to either construct new houses or enhance existing houses on their own to cover the 

beneficiaries, who are not able to take advantage of other components of the 

mission. City wide integrated project shall be prepared and validation with SECC 
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data shall be ensured. The DPR shall clearly indicate tracking/ monitoring of 

progress through geo-tagged photographs. 
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3.  Project Rationale 

3.1  Existing Status of Housing & Infrastructure  

 

3.1.1  General Descr iption of Project 

The project is Beneficiary-Led Individual House Enhancement under Pradhan Mantri Awas 

Yojana. The project consists of construction of 125 Dwelling Units @ 125 Locations in Nadala, 

Kapurthala. 

3.1.2  Demographic Profile 

Nadala is a large village located in Bhulath of Kapurthala district, Punjab with total 1437 

families residing. The Nadala village has population of 6733 of which 3531 are males while 

3202 are females as per Population Census 2011.  
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 Average Sex Ratio of Nadala village is 907 which is higher than Punjab state average of 895. 

Child Sex Ratio for the Nadala as per census is 841, lower than Punjab average of 846. 

 

 

Nadala village has higher literacy rate compared to Punjab. In 2011, literacy rate of Nadala 

village was 81.25 % compared to 75.84 % of Punjab. In Nadala Male literacy stands at 84.08 % 

while female literacy rate was 78.16 %.  
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3.1.3  Tenurial Status 

Land is owned by beneficiary. 

 

3.1.4  Land Possession Status in Proposed Project Area 

 Land is owned by the Beneficiaries and is for their Residential use. 
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3.2 Status of HFAPoA, AIP and Demand Survey 

 

The inception of HFA in the State of Punjab was done on 21
st
 August, 2015. A Notification 

was issued by the department of Housing & Urban Development (Housing II  ï Branch) of 

Government of Punjab and designated Chief Administrator Punjab Urban Planning & 

Development Authority (PUDA) as the State Level Nodal Agency for implementing the 

scheme in the State of Punjab. 

PUDA framed the state guidelines in accordance with the central policy on 21
st
 September, 

2015. The first notification regarding the state guidelines of HFA had been issued. Then after, 2 

amendments to the said policy had been done.  

The process of appointing the consultants and work of demand survey has been completed by 

the end of July, 2016. The application forms of the demand survey have been received by 

different 163 ULBs across the state. The first stage verification of the applications has been 

completed in the ULBs. These verified applications were then sent to PUDA for further action. 

These applications were handed over to consultants for re-verification and validation on site. 

3.3  Rationale for  proposing par ticular vertical for  this project 

 

 As per the technical group on Urban Housing Shortage (2012-17), out of 18.78 million housing 

shortage, 14.99 million is due to households living in congested houses. Congestion factor is 

defined as the percentage of households in which each married couple does not have a separate 

room to live.  

As per Census of India 2011, there were 6.6.5% dilapidated houses in Punjab and 18.78% 

household with 2 couples staying in a house. These figures indicate that there is a requirement 

to decongest the households and giving proper livable house where they are in bad shape. 

From the recent demand survey done by the Government of Punjab, it was observed that most 

of the beneficiaries covered under the survey had their own land, they lived in small houses and 

some had katcha house. Also the land parcels were scattered in nature. To address to the needs 

of these people, it was decided to cover them under vertical IV. The benefits of PMAYcould to 

be passed on immediately in timely manner to maximum no. of beneficiaries under this 

vertical. 
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3.4.  Information in terms of beneficiary covered and their  socio ï economic profile 
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3.5.  Project name with project code and project duration 

  

Project Name 

Detailed Project Report for Beneficiary-Led Individual House 

Enhancement under Pradhan Mantri Awas Yojana for 9 

Dwelling Units @ 9 Locations in Nadala, Kapurthala. 

Project Code 03027931024N0 

Project Duration Six months from the date of work order 
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Type of Enhancement 

1 Room

1 Room + Kitchen

1 Room  + Toilet

1 Room + Bathroom

1 Room + Toilet + Bathroom



 

Prepared By: Jayesh A Dalal, Project Management Consultant, Surat, 9727742204                                                 31 
 

  DPR under Pradhan Mantri Awas Yojana  Housing for All  Nadala (Punjab) 2016 

4. Project Definition, Concept and Scope 

The proposal in the DPR for Nadala town of Kapurthala district has been selected for the 

funding under PMAY ï BLC vertical. Accordingly the ULB had done the demand assessment 

for the said purpose. As per demand assessment total no. of 142 applications were received 

under vertical IV. From these applications 49 applications were validated for new construction 

and 9 applications were validated for enhancement. 

¶ Identification of Beneficiaries for the DPR 

State Level Nodal Agency for HFA i.e. Punjab Urban Planning & Development 

Authority (PUDA) had completed the demand assessment of beneficiaries for all 163 

Statutory Towns of Punjab under Vertical IV through each individual ULB of the 

selected towns. The beneficiary list was validated by the respective ULB, which was 

then forwarded to PUDA for further verification and final action. 

¶ Need for DPR 

For Nadala town, preparation of HFAPoA is under progress. Meanwhile, process of 

preparation of DPRs for various verticals was initiated simultaneously. This DPR is 

being prepared for vertical IV of BLC ï New Construction proposal. The demand 

survey has been completed by the ULB as per criteria of scheme along with SECC data. 

4.1.  Land 

The land covered in this project is owned by the beneficiary and is for residential use by the 

beneficiaries. The building plans used in this project are validated by the ULB. 

 

4.2.  Provision of Housing and Layout Plan 

Sr. 

No. 
Description  

1 No. of units   9 DU 

2 Structural design Load Bearing Zone-4 

3 

Carpet area & built up area of the dwell ing unit Drawing Room  9.00 Sq. Mt 

Bedroom 6.5 Sq. Mt 

Kitchen 3.3 Sq. Mt 

Bathroom 1.2 Sq. Mt 

WC 0.9 Sq. Mt 

4 
Detailed housing designs (Plan/Section/Elevation/ 

Sectional Elevation) 
Plans attached 

5 Technology used in housing construction (If any) Conventional 

6 Adoption of Innovative Design Technology  

7 Adoption of Green Technology  
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4.3.  Detail Design for  Housing 

 

The designs of houses are conforming to the National Building Code and other 

relevant Bureau of Indian Standards (BIS) Codes and state norms. The National 

Building Code (NBC) lays down provisions designed to protect the safety of the 

public with regard to structural suff iciency, fire hazards and health aspects of the 

buildings. The sizes as per standards for low income housing units (having two 

rooms) in NBC-2005 are as under: 

 

Sr. 

No. 
Unit  

Minimum 

Carpet Area 

(Sq m) 

Minimum 

Width (m)  

Minimum 

Breath (m) 
Remark 

Requir

ed 

Provid

ed 

Requir

ed 

Provid

ed 

Requ

ired 

Provid

ed 

1 Living Room 9.0 9.0 2.50 3.0 2.60 3.0 

Total area of 

both the 

habitable 

rooms to be 

not less than 

15.5 Sqm 

2 Bedroom 6.50 7.83 2.10 3.3 2.60 2.5 

3 Kitchen 3.3 3.80 1.5 1.69 2.60 2.5  

4 WC 0.9 1 0.9 1 2.10 1  

5 Bathroom 1.20 1.91 1.0 1.0 2.10 1.91  

 

Nadala falls in Zone 4 of seismic Zone, so provision of belt at Plinth, Lintel & at Slab level have 

been provided.  

 

4.4 Physical Infr astructure components and linkage with City-wide infr astructure network  

 

Physical Infrastructure Status 

Road 
Most of the beneficiary houses are connected with single lane 

CC/Paver/Asphalt road 

Water Supply 
Each and every house is connected with taped water supply 

through the ULB 

Sewerage & Sanitation 
Each and every house is connected to the sewerage system 

developed by the ULB 

Electrification Street lights are provided by the ULB 

Storm Water Drain Not available 

Solid Waste Management Under Progress 
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4.5.  Integration of Social Infr astructure 

Social Infrastructure like Anganwadi, School and Primary Health Centre is available locally in 

the neighbourhood. 

4.6.  Statutory Approvals 

All required Statuary approvals have been taken from the concerned authorities. 
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5. Project Cost 

5.1.  Abstract Cost Estimates 

The cost of the building has been worked out based on above standard specifications. Rates for 

the various items are taken from the Common Schedule of Rates (CSR) ï 2010 prepared by 

Punjab PWD Department and prevailing as on date. Accordingly, a master estimate has been 

prepared for various units like room with 9 Sqm. and 6 Sqm., Kitchen, WC and bath with 3.3 

Sqm., 0.9 Sqm. & 1.2 Sqm. Respectively. 

Accordingly, a standard estimate has been prepared for various options available for 

construction under BLC: 

 

Proposal Standard Size Cost Per Sq. mt. Cost 

Drawing Room 9 Sqm Rs. 71000 Rs. 7900 

Kitchen 3.3 Sqm Rs. 33000 Rs. 10000 

Bath 1.2 Sqm Rs. 20000 Rs. 16670 

WC 0.9 Sqm Rs. 17000 Rs. 18890 
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Abstract for 1 Room  

  

Sr. 

No. 
Items Qty. Unit  Rate Amount CSR No. 

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where pick 

jumper work is not involved and not 

exceeding 2.0 meters depth including 

dressing of bottom and sides of trenches, 

stacking the excavated soil clear from the 

edge of excavation and subsequent filling 

around masonry in 15 cm layers with 

compaction including disposal of all surplus 

soil as directed as per PWD specifications to 

the entire satisfaction of engineer in charge. 

7.30 Cum. 119.3 870.9 6.6 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar up to 40% excavated from foundation 

and taken only from outside the building 

plinth in 15 cm layers including ramming 

watering & consolidation complete in all 

respects to the entire satisfaction of engineer 

in charge. 

2.00 Cum. 42.7 85.4 6.8(a) 

3 

Cement concrete 1:5:10 with stone ballast of 

size 40mm gauge including extra for using 

concrete mixer (Volumetric). 

2.10 Cum. 2154.92 4525.3 
10.8(b)+

10.46 

4 

First class burnt brick work laid in cement 

sand mortar 1:6 in foundations and plinth as 

per PWD specifications complete in all 

respects to the entire satisfaction of engineer 

in charge. 

4.70 Cum. 3715.45 17462.6 11.3 

5 

Damp proof course consisting of 40mm thick 

cement concrete 1:2:4 with 2 coats of 

bitumen 20/30 penetration @ 1.65 Kg. per 

sqm, laid hot & sanded as per PWD 

specifications complete in all respects to the 

entire satisfaction of engineer in charge. 

3.00 Sqm. 263.62 790.9 10.28 

6 

First class brunt brick work laid in cement 

mortar 1:6 in Ist storey up to 4 metres above 

plinth level including extra for additional 

storey up to 4 metres above the top of 

structural roof of lower storey complete in all 

respects as per PWD satisfactions to the 

entire satisfaction of engineer in charge. 

     

 
Ground floor 5.20 Cum. 3996.65 20782.6 

11.4+11.

29(a) 

7 

RCC work M 20 mech. batch Mixed using 

batch type concrete mixture as per IS 1791 

and vibrated by needle vibrator but excluding 

steel reinforcement centring and shuttering in 

super structure including. Extra for RCC 

work done in subsequent storey above the 

first storey up to height of 4 metres or part 

thereof up to the roof top level of that storey 

complete in all respects. 

    

10.22+10

.48 
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Sr. 

No. 
Items Qty. Unit  Rate Amount CSR No. 

 
Ground floor 2.16 Cum. 4597.25 9909.0 

 

8 

Providing and laying cold twisted deformed 

(ribbed / tor steel) TMT bars of grade Fe 500 

confirming to IS 1786-2008 with up to date 

amendments for RCC works, where not 

included in the complete rate of RCC 

including cutting, bending, binding and 

placing in position wastage complete in all 

respects to the entire satisfaction of engineer 

in charge 

1.80 Qtl 4857 8742.6 18.18 

9 

Centring and shuttering for sides and soffits 

of beam, beams launchings, girders, 

bressumers, lintels etc. 

4.90 Sqm. 188.73 924.8 9.6 

10 

Centring and shuttering for flat surface such 

as suspended floors, roofs, landing, chhajjas 

and shelves etc. 

12.80 Sqm. 204.01 2611.3 9.8 

11 

Terracing consisting of tiles 22.86 x 11.43m 

x 3.83cm laid over 25mm thick mud plaster, 

75mm mud filling on another layer of 25mm 

mud plaster including two coats of bitumen 

laid hot @ 1.65 kg./sqm top of RCC slab 

including grouting with cement sand mortar 

1:4 and top surface to be left clean after wire 

brushing etc. complete in all respects to the 

entire satisfaction of engineer in charge. 

9.00 Sqm. 568.61 5117.5 13.13 

12 

10mm thick cement plaster 1:4 complete in 

all respects as per PWD specification to the 

entire satisfaction of engineer in charge. 

9.00 Sqm. 103.85 934.7 15.44 

13 

12.5mm cement plaster 1:4 complete in all 

respects as per PWD specification to the 

entire satisfaction of engineer in charge. 

30.70 Sqm. 106.65 3274.2 15.9 

14 White washing three coats 92.80 Sqm. 10.9 1011.5 16.3 

15 Deep pointing with cement mortar 1:2 53.10 Sqm. 84.21 4471.6 
 

16 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat of 

1.5mm thick neat cement laid in one 

operation to the topping. 

9.00 Sqm. 146.38 1317.4 
14.6+14.

4 

17 

P/F M.S. angle iron 40x40x6mm chowkhat 

including iron hold fasts complete in all 

respect. 

17.90 Kg. 79.34 1420.2 18.29 

18 

S/Fixing open able steel windows of standard 

rolled steel sections excluding glazing up to 

one sqm. Area. 

16.80 Kg. 92.65 1556.5 18.20(a) 

19 
Factory manufactured flush door 35mm thick 

fixed in position 
1.90 Sqm. 2880 5472 

 

20 

Supplying  and fixing glass panes with 

glazing clips and special metal sash putty of 

approved make 
     

 
b) Glass panes 4mm thick 1.40 Sqm. 600.38 840.5 17.26(b)ii 

21 

Providing and fixing cost of aluminium 

fittings complete for doors, windows, such as 

tower bolts, handles and screws etc. for these 

fittings (excluding sliding bolts). For shutter 

3.30 Sqm. 144.03 475.3 17.23(ii) 
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Sr. 

No. 
Items Qty. Unit  Rate Amount CSR No. 

area above 0.50 Sqm. 

22 

Providing and fixing aluminium sliding door 

bolts (ISI marked) anodized (anodic coating 

not less than grade AC 10 as per IS 1868) 

transparent or dyed to required colour or 

shade with nuts and screws etc. complete in 

all respects as per PWD specifications to the 

entire satisfaction of engineer in charge 

     

 
Size 250 x 16mm 3.00 Each 111.88 335.6 

 

 
Size 200x16mm 4.00 Each 100 400.0 

 

23 

Providing & fixing 0.50mm thick aluminium 

sheet on back side of wooden door of toilets 

up to any storey with nails complete in all 

respects as per PWD specifications to the 

entire satisfaction of Engineer-in-charge. 

1.90 Sqm. 1300 2470.0 
 

24 

Providing and fixing Twin rubber aluminium 

hanging floor door stopper of approved brand 

/ quality anodized as per IS : 1868  

transparent or dyed to required colour or 

shade with necessary screws etc. Up to any 

storey complete in all respects as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

2.00 Each 50 100.0 NS 

 

Deduct for Reduction of Cement Rates as per 

A & C Slip of CSR 
61.00 Bag 50.00 -3050.00 

 

 
Total 92852.39 

 

 

DRAINAGE 2%  1857.05 

 

ELECTRIFICATION 3%  2785.57 

TOTAL RS  97495.01 

SAY RS 97500.00 

CARPET AREA 9.00 

SAY RS PER SQ.M OF CARPET AREA 10840.00 

DEDUCT, 
 

Contractor Profit (10%) + Labour cess (1%) + Taxes (4%) 14625.00 

TOTAL RS  82875.00 

Labour Cost of Beneficiary (20%) 12431.25 

TOTAL RS  70443.75 

SAY RS 71000.00 
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Abstract for One Room + Kitchen 

Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where 

pick jumper work is not involved and not 

exceeding 2.0 meters depth including 

dressing of bottom and sides of trenches, 

stacking the excavated soil clear from the 

edge of excavation and subsequent filling 

around masonry in 15 cm layers with 

compaction including disposal of all 

surplus soil as directed as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

10.60 Cum. 119.3 1264.6 6.6 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar up to 40% excavated from 

foundation and taken only from outside 

the building plinth in 15 cm layers 

including ramming watering & 

consolidation complete in all respects to 

the entire satisfaction of engineer in 

charge. 

2.80 Cum. 42.7 119.6 6.8(a) 

3 

Cement concrete 1:5:10 with stone ballast 

of size 40mm gauge including extra for 

using concrete mixer (Volumetric). 

3.00 Cum. 2154.92 6464.8 
10.8(b)

+10.46 

4 

First class burnt brick work laid in cement 

sand mortar 1:6 in foundations and plinth 

as per PWD specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

6.90 Cum. 3715.45 25636.6 11.3 

5 

Damp proof course consisting of 40mm 

thick cement concrete 1:2:4 with 2 coats 

of bitumen 20/30 penetration @ 1.65 Kg. 

per sqm, laid hot & sanded as per PWD 

specifications complete in all respects to 

the entire satisfaction of engineer in 

charge. 

4.30 Sqm. 263.62 1133.6 10.28 

6 

First class brunt brick work laid in cement 

mortar 1:6 in Ist storey up to 4 metres 

above plinth level including extra for 

additional storey up to 4 metres above the 

top of structural roof of lower storey 

complete in all respects as per PWD 

satisfactions to the entire satisfaction of 

engineer in charge. 

     

 
Ground floor 9.70 Cum. 3996.65 38767.5 

11.4+11

.29(a) 

7 

RCC work M 20 mech. batch Mixed using 

batch type concrete mixture as per IS 

1791 and vibrated by needle vibrator but 

excluding steel reinforcement centring 

and shuttering in super structure 

including. Extra for RCC work done in 

subsequent storey above the first storey 

upto height of 4 metres or part thereof up 

    

10.22+1

0.48 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 
to the roof top level of that storey 

complete in all respects. 

 
Ground floor 2.66 Cum. 4597.25 12212.2 

 

8 

Providing and laying cold twisted 

deformed (ribbed / tor steel) TMT bars of 

grade Fe 500 confirming to IS 1786-2008 

with up to date amendments for RCC 

works, where not included in the complete 

rate of RCC including cutting, bending, 

binding and placing in position wastage 

complete in all respects to the entire 

satisfaction of engineer in charge 

2.20 Qtl 4857 10685.4 18.18 

9 

Centring and shuttering for sides and 

soffits of beam, beams launchings, 

girders, bressumers, lintels etc. 

4.90 Sqm. 188.73 924.8 9.6 

10 

Centring and shuttering for flat surface 

such as suspended floors, roofs, landing, 

chhajjas and shelves etc. 

16.90 Sqm. 204.01 3447.8 9.8 

11 

Terracing consisting of tiles 22.86 x 

11.43m x 3.83cm laid over 25mm 

thick mud plaster, 75mm mud filling 

on another layer of 25mm mud plaster 

including two coats of bitumen laid 

hot @ 1.65 kg./sqm top of RCC slab 

including grouting with cement sand 

mortar 1:4 and top surface to be left 

clean after wire brushing etc. complete 

in all respects to the entire satisfaction 

of engineer in charge. 

     

 
Terrace 12.30 Sqm. 568.61 6993.9 13.13 

12 

10mm thick cement plaster 1:4 complete 

in all respects as per PWD specification to 

the entire satisfaction of engineer in 

charge. 

12.30 Sqm. 103.85 1277.4 15.44 

13 

12.5mm cement plaster 1:4 complete in 

all respects as per PWD specification to 

the entire satisfaction of engineer in 

charge. 

44.80 Sqm. 106.65 4777.9 15.9 

14 White washing three coats 120.30 Sqm. 10.9 1311.3 16.3 

15 Deep pointing with cement mortar 1:2 63.20 Sqm. 84.21 5322.1 
 

16 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat 

of 1.5mm thick neat cement laid in one 

operation to the topping. 

12.30 Sqm. 146.38 1800.5 
14.6+14

.4 

17 

P/F M.S. angle iron 40x40x6mm 

chowkhat including iron hold fasts 

complete in all respect. 

35.70 Kg. 79.34 2832.4 18.29 

18 

S/Fixing open able steel windows of 

standard rolled steel sections excluding 

glazing up to one sqm. Area. 

31.50 Kg. 92.65 2918.5 18.20(a) 

19 
Factory manufactured flush door 35mm 

thick fixed in position 
3.80 Sqm. 2880 10944 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

20 

Supplying  and fixing glass panes with 

glazing clips and special metal sash putty 

of approved make 
     

 
b) Glass panes 4mm thick 2.50 Sqm. 600.38 1501.0 

17.26(b

)ii  

21 

Providing and fixing cost of 

aluminium fittings complete for doors, 

windows, such as tower bolts, handles 

and screws etc. for these fittings 

(excluding sliding bolts). For shutter 

area above 0.50 Sqm. 

6.30 Sqm. 144.03 907.4 
 

22 

Providing and fixing cost of aluminium 

fittings complete for doors, windows, 

such as tower bolts, handles and screws 

etc. for these fittings (excluding sliding 

bolts). For shutter area above 0.50 Sqm. 

6.30 Sqm. 144.03 907.4 
17.23(ii

) 

 
Size 250 x 16mm 6.00 Each 111.88 671.3 

 

 
Size 200x16mm 8.00 Each 100 800.0 

 

23 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of wooden 

door of toilets up to any storey with nails 

complete in all respects as per PWD 

specifications to the entire satisfaction of 

Engineer-in-charge. 

3.80 Sqm. 1300 4940.0 
 

24 

Providing and fixing Twin rubber  

aluminium hanging  floor door stopper of 

approved brand / quality anodized as per 

IS : 1868  transparent or dyed to required 

colour or shade with necessary screws etc. 

Up to any storey complete in all respects 

as per PWD specifications to the entire 

satisfaction of engineer in charge. 

4.00 Each 50 200.0 NS 

 

Deduct for Reduction of Cement Rates as 

per A & C Slip of CSR 
86.00 Bag 50.00 -4300.00 

 

 
Total 143554.22 

 

 

WATER SUPPLY AND DRAINAGE 3%  4306.63 

 

ELECTRIFICATION 3%  4306.63 

TOTAL RS  152167.47 

SAY RS 152200.00 

CARPET AREA 12.30 

SAY RS PER SQ.M OF CARPET AREA 12380.00 

DEDUCT, 
 

Contractor Profit (10%) + Labour cess (1%) + Taxes (4%) 22830.00 

TOTAL RS  129370.00 

Labour Cost of Beneficiary (20%) 25874.00 

TOTAL RS  103496.00 

SAY RS 104000.00 
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 Abstract of One Room + Toilet 

  

Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where 

pick jumper work is not involved and not 

exceeding 2.0 meters depth including 

dressing of bottom and sides of trenches, 

stacking the excavated soil clear from the 

edge of excavation and subsequent filling 

around masonry in 15 cm layers with 

compaction including disposal of all 

surplus soil as directed as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

9.20 Cum. 119.3 1097.6 6.6 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar up to 40% excavated from 

foundation and taken only from outside 

the building plinth in 15 cm layers 

including ramming watering & 

consolidation complete in all respects to 

the entire satisfaction of engineer in 

charge. 

2.20 Cum. 42.7 93.9 6.8(a) 

3 

Cement concrete 1:5:10 with stone ballast 

of size 40mm gauge including extra for 

using concrete mixer (Volumetric). 

2.60 Cum. 2154.92 5602.8 
10.8(b)

+10.46 

4 

First class burnt brick work laid in cement 

sand mortar 1:6 in foundations and plinth 

as per PWD specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

6.00 Cum. 3715.45 22292.7 11.3 

5 

Damp proof course consisting of 40mm 

thick cement concrete 1:2:4 with 2 coats 

of bitumen 20/30 penetration @ 1.65 Kg. 

per sqm, laid hot & sanded as per PWD 

specifications complete in all respects to 

the entire satisfaction of engineer in 

charge. 

3.80 Sqm. 263.62 1001.8 10.28 

6 

First class brunt brick work laid in cement 

mortar 1:6 in 1st storey up to 4 metres 

above plinth level including extra for 

additional storey up to 4 metres above the 

top of structural roof of lower storey 

complete in all respects as per PWD 

satisfactions to the entire satisfaction of 

engineer in charge. 

   
0.0 

 

 
Ground floor 8.60 Cum. 3996.65 34371.2 

11.4+11

.29(a) 

7 

RCC work M 20 mech. batch Mixed using 

batch type concrete mixture as per IS 

1791 and vibrated by needle vibrator but 

excluding steel reinforcement centring 

and shuttering in super structure 

including. Extra for RCC work done in 

subsequent storey above the first storey up 

to height of 4 metres or part thereof upto 

    

10.22+1

0.48 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

the roof top level of that storey complete 

in all respects. 

 
Ground floor 2.32 Cum. 4597.25 10667.5 

 

8 

Providing and laying cold twisted 

deformed (ribbed / tor steel) TMT bars of 

grade Fe 500 confirming to IS 1786-2008 

with up to date amendments for RCC 

works, where not included in the complete 

rate of RCC including cutting, bending, 

binding and placing in position wastage 

complete in all respects to the entire 

satisfaction of engineer in charge 

1.90 Qtl 4857 9228.3 18.18 

9 

Centring and shuttering for sides and 

soffits of beam, beams launchings, 

girders, bressumers, lintels etc. 

4.90 Sqm. 188.73 924.8 9.6 

10 

Centring and shuttering for flat surface 

such as suspended floors, roofs, landing, 

chhajjas and shelves etc. 

14.10 Sqm. 204.01 2876.5 9.8 

11 Terrace 9.90 Sqm. 568.61 5629.2 13.13 

12 

10mm thick cement plaster 1:4 complete 

in all respects as per PWD specification to 

the entire satisfaction of engineer in 

charge. 

9.90 Sqm. 103.85 1028.1 15.44 

13 

12.5mm cement plaster 1:4 complete in 

all respects as per PWD specification to 

the entire satisfaction of engineer in 

charge. 

37.80 Sqm. 106.65 4031.4 15.9 

14 White washing three coats 107.30 Sqm. 10.9 1169.6 16.3 

15 Deep pointing with cement mortar 1:2 59.60 Sqm. 84.21 5018.9 
 

16 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat 

of 1.5mm thick neat cement laid in one 

operation to the topping. 

9.90 Sqm. 146.38 1449.2 
14.6+14

.4 

17 

20mm thick grey polished skirting or dado 

consisting of bottom layer of 16mm thick 

cement sand 1:3 plaster and finished 3mm 

thick topping of neat cement rubbed and 

polished including rounding of junction 

with floor. 

3.10 Sqm. 421.53 1306.7 14.16 

18 

P/F M.S. angle iron 40x40x6mm 

chowkhat including iron hold fasts 

complete in all respect. 

35.20 Kg. 79.34 2792.8 18.29 

19 

S/Fixing open able steel windows of 

standard rolled steel sections excluding 

glazing up to one sqm. Area. 

24.20 Kg. 92.65 2242.1 18.20(a) 

20 
Factory manufactured flush door 35mm 

thick fixed in position 
3.50 Sqm. 2880 10080 

 

21 

Supplying  and fixing glass panes with 

glazing clips and special metal sash putty 

of approved make 
     

 
b) Glass panes 4mm thick 1.70 Sqm. 600.38 1020.6 

17.26 

(b)ii 

22 
Providing and fixing cost of aluminium 

fittings complete for doors, windows, 
4.90 Sqm. 144.03 705.7 

17.23 

(ii)  
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

such as tower bolts, handles and screws 

etc. for these fittings (excluding sliding 

bolts). For shutter area above 0.50 Sqm. 

23 

Providing and fixing aluminium sliding 

door bolts (ISI marked) anodized (anodic 

coating not less than grade AC 10 as per 

IS 1868) transparent or dyed to required 

colour or shade with nuts and screws etc. 

complete in all respects as per PWD 

specifications to the entire satisfaction of 

engineer in charge 

   
0.0 17.49 

 
Size 250 x 16mm 6.00 Each 111.88 671.3 

 

 
Size 200x16mm 6.00 Each 100 600.0 

 

24 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of wooden 

door of toilets up to any storey with nails 

complete in all respects as per PWD 

specifications to the entire satisfaction of 

Engineer-in-charge. 

1.60 Sqm. 1300 2080.0 
 

25 

Providing and fixing Twin rubber 

aluminium hanging floor door stopper of 

approved brand / quality anodized as per 

IS : 1868  transparent or dyed to required 

colour or shade with necessary screws etc. 

Up to any storey complete in all respects 

as per PWD specifications to the entire 

satisfaction of engineer in charge. 

3.00 Each 50 150.0 NS 

 

Deduct for Reduction of Cement Rates as 

per A & C Slip of CSR 
76.00 Bag 50.00 -3800.00 

 

 
Total 124332.74 

 

 

WATER SUPPLY & SANITATION 2%  2486.65 

 

ELECTRIFICATION 2%  2486.65 

TOTAL RS  129306.05 

SAY RS 129400.00 

CARPET AREA 9.90 

SAY RS PER SQ.M OF CARPET AREA 13080.00 

DEDUCT, 
 

Contractor  Profit (10%) + Labour cess (1%) + Taxes (4%) 19410.00 

TOTAL RS  109990.00 

Labour Cost of Beneficiary (20%) 21998.00 

TOTAL RS  87992.00 

SAY RS 88000.00 
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 Abstract of One Room + Bathroom 

 

Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where pick 

jumper work is not involved and not 

exceeding 2.0 meters depth including 

dressing of bottom and sides of trenches, 

stacking the excavated soil clear from the 

edge of excavation and subsequent filling 

around masonry in 15 cm layers with 

compaction including disposal of all surplus 

soil as directed as per PWD specifications 

to the entire satisfaction of engineer in 

charge. 

9.60 Cum. 119.3 1145.3 6.6 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar up to 40% excavated from 

foundation and taken only from outside the 

building plinth in 15 cm layers including 

ramming watering & consolidation 

complete in all respects to the entire 

satisfaction of engineer in charge. 

2.30 Cum. 42.7 98.2 6.8(a) 

3 

Cement concrete 1:5:10 with stone ballast 

of size 40mm gauge including extra for 

using concrete mixer (Volumetric). 

2.70 Cum. 2154.92 5818.3 

10.8 

(b)+10

.46 

4 

First class burnt brick work laid in cement 

sand mortar 1:6 in foundations and plinth as 

per PWD specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

6.20 Cum. 3715.45 23035.8 11.3 

5 

Damp proof course consisting of 40mm 

thick cement concrete 1:2:4 with 2 coats of 

bitumen 20/30 penetration @ 1.65 Kg. per 

sqm, laid hot & sanded as per PWD 

specifications complete in all respects to the 

entire satisfaction of engineer in charge. 

3.90 Sqm. 263.62 1028.1 10.28 

6 

First class brunt brick work laid in cement 

mortar 1:6 in Ist storey up to 4 metres 

above plinth level including extra for 

additional storey up to 4 metres above the 

top of structural roof of lower storey 

complete in all respects as per PWD 

satisfactions to the entire satisfaction of 

engineer in charge. 

   
0.0 

 

 
Ground floor 8.90 Cum. 3996.65 35570.2 

11.4+

11.29(

a) 

7 

RCC work M 20 mech. batch Mixed using 

batch type concrete mixture as per IS 1791 

and vibrated by needle vibrator but 

excluding steel reinforcement centring and 

shuttering in super structure including. 

Extra for RCC work done in subsequent 

storey above the first storey up to height of 

4 metres or part thereof up to the roof top 

level of that storey complete in all respects. 

    

10.22

+10.4

8 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

 
Ground floor 2.36 Cum. 4597.25 10868.9 

 

8 

Providing and laying cold twisted deformed 

(ribbed / tor steel) TMT bars of grade Fe 

500 confirming to IS 1786-2008 with up to 

date amendments for RCC works, where 

not included in the complete rate of RCC 

including cutting, bending, binding and 

placing in position wastage complete in all 

respects to the entire satisfaction of 

engineer in charge 

2.00 Qtl 4857 9714.0 18.18 

9 

Centring and shuttering for sides and soffits 

of beam, beams launchings, girders, 

bressumers, lintels etc. 

4.90 Sqm. 188.73 924.8 9.6 

10 

Centring and shuttering for flat surface such 

as suspended floors, roofs, landing, chhajjas 

and shelves etc. 

14.50 Sqm. 204.01 2958.1 9.8 

11 Terrace 10.20 Sqm. 568.61 5799.8 13.13 

12 

10mm thick cement plaster 1:4 complete in 

all respects as per PWD specification to the 

entire satisfaction of engineer in charge. 

10.20 Sqm. 103.85 1059.3 15.44 

13 

12.5mm cement plaster 1:4 complete in all 

respects as per PWD specification to the 

entire satisfaction of engineer in charge. 

39.10 Sqm. 106.65 4170.0 15.9 

14 White washing three coats 110.80 Sqm. 10.9 1207.7 16.3 

15 Deep pointing with cement mortar 1:2 61.50 Sqm. 84.21 5178.9 
 

16 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat of 

1.5mm thick neat cement laid in one 

operation to the topping. 

10.20 Sqm. 146.38 1493.1 
14.6+

14.4 

17 

20mm thick grey polished skirting or dado 

consisting of bottom layer of 16mm thick 

cement sand 1:3 plaster and finished 3mm 

thick topping of neat cement rubbed and 

polished including rounding of junction 

with floor. 

3.70 Sqm. 421.53 1559.7 14.16 

18 

P/F M.S. angle iron 40x40x6mm chowkhat 

including iron hold fasts complete in all 

respect. 

35.20 Kg. 79.34 2792.8 18.29 

19 

S/Fixing open able steel windows of 

standard rolled steel sections excluding 

glazing up to one sqm. Area. 

24.20 Kg. 92.65 2242.1 
18.20 

(a) 

 20 
Factory manufactured flush door 35mm 

thick fixed in position 
3.50 Sqm. 2880 10080 

 

21 

Supplying  and fixing glass panes with 

glazing clips and special metal sash putty of 

approved make 
     

 
b) Glass panes 4mm thick 1.70 Sqm. 600.38 1020.6 

17.26 

(b)ii 

22 

Providing and fixing cost of aluminium 

fittings complete for doors, windows, such 

as tower bolts, handles and screws etc. for 

these fittings (excluding sliding bolts). For 

shutter area above 0.50 Sqm. 

4.90 Sqm. 144.03 705.7 
17.23 

(ii)  
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

23 

Providing and fixing aluminium sliding 

door bolts (ISI marked) anodized (anodic 

coating not less than grade AC 10 as per IS 

1868) transparent or dyed to required color 

or shade with nuts and screws etc. complete 

in all respects as per PWD specifications to 

the entire satisfaction of engineer in charge 

   
0.0 17.49 

 
Size 250 x 16mm 6.00 Each 111.88 671.3 

 

 
Size 200x16mm 6.00 Each 100 600.0 

 

24 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of wooden 

door of toilets up to any storey with nails 

complete in all respects as per PWD 

specifications to the entire satisfaction of 

Engineer-in-charge. 

1.60 Sqm. 1300 2080.0 
 

25 

Providing and fixing Twin rubber  

aluminium hanging  floor door stopper of 

approved brand / quality anodized as per IS 

: 1868  transparent or dyed to required 

colour or shade with necessary screws etc. 

Up to any storey complete in all respects as 

per PWD specifications to the entire 

satisfaction of engineer in charge. 

3.00 Each 50 150.0 NS 

 

Deduct for Reduction of Cement Rates as 

per A & C Slip of CSR 
79.00 Bag 50.00 -3950.00 

 

 
Total 128022.69 

 

 

WATER SUPPLY & SANITATION 2%  2560.45 

 

ELECTRIFICATION 2%  2560.45 

TOTAL RS  133143.60 

SAY RS 133200.00 

CARPET AREA 10.20 

SAY RS PER SQ.M OF CARPET AREA 13060.00 

DEDUCT, 
 

Contractor Profit (10%) + Labour cess (1%) + Taxes (4%) 19980.00 

TOTAL RS  113220.00 

Labour Cost of Beneficiary (20%) 22644.00 

TOTAL RS  90576.00 

SAY RS 91000.00 
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Abstract of One Room + Toilet + Bathroom 

 

Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where pick 

jumper work is not involved and not exceeding 

2.0 meters depth including dressing of bottom 

and sides of trenches, stacking the excavated soil 

clear from the edge of excavation and 

subsequent filling around masonry in 15 cm 

layers with compaction including disposal of all 

surplus soil as directed as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

10.00 Cum. 119.3 1193.0 6.6 

2 

Earth filling under floors with surplus ordinary 

soil or soil containing gravel or kankar up to 

40% excavated from foundation and taken only 

from outside the building plinth in 15 cm layers 

including ramming watering & consolidation 

complete in all respects to the entire satisfaction 

of engineer in charge. 

2.50 Cum. 42.7 106.8 6.8(a) 

3 

Cement concrete 1:5:10 with stone ballast of 

size 40mm gauge including extra for using 

concrete mixer (Volumetric). 

2.80 Cum. 2154.92 6033.8 

10.8(b

)+10.4

6 

4 

First class burnt brick work laid in cement sand 

mortar 1:6 in foundations and plinth as per PWD 

specifications complete in all respects to the 

entire satisfaction of engineer in charge. 

6.50 Cum. 3715.45 24150.4 11.3 

5 

Damp proof course consisting of 40mm thick 

cement concrete 1:2:4 with 2 coats of bitumen 

20/30 penetration @ 1.65 Kg. per sqm, laid hot 

& sanded as per PWD specifications complete in 

all respects to the entire satisfaction of engineer 

in charge. 

4.10 Sqm. 263.62 1080.8 10.28 

6 

First class brunt brick work laid in cement 

mortar 1:6 in Ist storey up to 4 metres above 

plinth level including extra for additional storey 

up to 4 metres above the top of structural roof of 

lower storey complete in all respects as per 

PWD satisfactions to the entire satisfaction of 

engineer in charge. 

   
0.0 

 

 
Ground floor 9.00 Cum. 3996.65 35969.9 

11.4+

11.29(

a) 

7 

115mm thick brick wall laid in 1:4 cement sand 

mortar in super structure including extra for 

115mm thick brick walls in super structure 

complete in all respects as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

     

 
Ground floor 2.10 Sqm. 514.85 1081.2 

11.36

+11.2

9© 

8 

RCC work M 20 mech. batch Mixed using batch 

type concrete mixture as per IS 1791 and 

vibrated by needle vibrator but excluding steel 

reinforcement centring and shuttering in super 

    

10.22

+10.4

8 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

structure including. Extra for RCC work done in 

subsequent storey above the first storey up to 

height of 4 metres or part thereof up to the roof 

top level of that storey complete in all respects. 

 
Ground floor 2.48 Cum. 4597.25 11421.7 

 

9 

Providing and laying cold twisted deformed 

(ribbed / tor steel) TMT bars of grade Fe 500 

confirming to IS 1786-2008 with up to date 

amendments for RCC works, where not included 

in the complete rate of RCC including cutting, 

bending, binding and placing in position wastage 

complete in all respects to the entire satisfaction 

of engineer in charge 

2.10 Qtl 4857 10199.7 18.18 

10 

Centring and shuttering for sides and soffits of 

beam, beams launchings, girders, bressumers, 

lintels etc. 

4.90 Sqm. 188.73 924.8 9.6 

11 

Centring and shuttering for flat surface such as 

suspended floors, roofs, landing, chhajjas and 

shelves etc. 

15.50 Sqm. 204.01 3162.2 9.8 

12 

Terracing consisting of tiles 22.86 x 11.43m x 

3.83cm laid over 25mm thick mud plaster, 

75mm mud filling on another layer of 25mm 

mud plaster including two coats of bitumen laid 

hot @ 1.65 kg./sqm top of RCC slab including 

grouting with cement sand mortar 1:4 and top 

surface to be left clean after wire brushing etc. 

complete in all respects to the entire satisfaction 

of engineer in charge. 

   
0.0 13.13 

 
Terrace 11.10 Sqm. 568.61 6311.6 13.13 

13 

10mm thick cement plaster 1:4 complete in all 

respects as per PWD specification to the entire 

satisfaction of engineer in charge. 

11.10 Sqm. 103.85 1152.7 15.44 

14 

12.5mm cement plaster 1:4 complete in all 

respects as per PWD specification to the entire 

satisfaction of engineer in charge. 

46.10 Sqm. 106.65 4916.6 15.9 

15 White washing three coats 116.60 Sqm. 10.9 1270.9 16.3 

16 Deep pointing with cement mortar 1:2 59.40 Sqm. 84.21 5002.1 
 

17 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat of 

1.5mm thick neat cement laid in one operation to 

the topping. 

11.10 Sqm. 146.38 1624.8 
14.6 

+14.4 

18 

20mm thick grey polished skirting or dado 

consisting of bottom layer of 16mm thick 

cement sand 1:3 plaster and finished 3mm thick 

topping of neat cement rubbed and polished 

including rounding of juction with floor. 

7.50 Sqm. 421.53 3161.5 14.16 

19 
P/F M.S. angle iron 40x40x6mm chowkhat 

including iron hold fasts complete in all respect. 
52.50 Kg. 79.34 4165.4 18.29 

20 

S/Fixing open able steel windows of standard 

rolled steel sections excluding glazing up to one 

sqm. Area. 

31.50 Kg. 92.65 2918.5 
18.20(

a) 

21 
Factory manufactured flush door 35mm thick 

fixed in position 
5.00 Sqm. 2880 14400 
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Sr. 

No. 
Items Qty. Unit  Rate Amount 

CSR 

No. 

22 

Supplying  and fixing glass panes with glazing 

clips and special metal sash putty of approved 

make 
     

 
b) Glass panes 4mm thick 2.00 Sqm. 600.38 1200.8 

17.26 

(b)ii 

23 

Providing and fixing cost of aluminium fittings 

complete for doors, windows, such as tower 

bolts, handles and screws etc. for these fittings 

(excluding sliding bolts). For shutter area above 

0.50 Sqm. 

6.50 Sqm. 144.03 936.2 
17.23 

(ii)  

24 

Providing and fixing aluminium sliding door 

bolts (ISI marked) anodized (anodic coating not 

less than grade AC 10 as per IS 1868) 

transparent or dyed to required color or shade 

with nuts and screws etc. complete in all 

respects as per PWD specifications to the entire 

satisfaction of engineer in charge 

   
0.0 17.49 

 
Size 250 x 16mm 9.00 Each 111.88 1006.9 

 

 
Size 200x16mm 8.00 Each 100 800.0 

 

25 

Providing & fixing 0.50mm thick aluminium 

sheet on back side of wooden door of toilets up 

to any storey with nails complete in all respects 

as per PWD specifications to the entire 

satisfaction of Engineer-in-charge. 

6.30 Sqm. 1300 8190.0 
 

24 

Providing and fixing Twin rubber  aluminium 

hanging  floor door stopper of approved brand / 

quality anodized as per IS : 1868  transparent or 

dyed to required colour or shade with necessary 

screws etc. Up to any storey complete in all 

respects as per PWD specifications to the entire 

satisfaction of engineer in charge. 

4.00 Each 50 200.0 NS 

 

Deduct for Reduction of Cement Rates as per A 

& C Slip of CSR 
84.00 Bag 50.00 -4200.00 

 

 
Total 148381.99 

 

 

WATER SUPPLY & SANITATION 5%  7419.10 

 

ELECTRIFICATION 2%  2967.64 

TOTAL RS  158768.73 

SAY RS 158800.00 

CARPET AREA 11.10 

SAY RS PER SQ.M OF CARPET AREA 14310.00 

DEDUCT, 
 

Contractor Profit (10%) + Labour cess (1%) + Taxes (4%) 23820.00 

TOTAL RS  134980.00 

Labour Cost of Beneficiary (20%) 26996.00 

TOTAL RS  107984.00 

SAY RS 108000.00 
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5.2.  Detailed Cost Estimate of DU 

In addition to permanent works, temporary transit accommodation cost may be 

included in the estimate of DPR for in-situ redevelopment. 

Estimate for Individual Room 

 

Item 

No. 
Description Unit  No. L  B H/D Quantity  

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where 

pick jumper work is not involved and 

not exceeding 2.0 meters depth 

including dressing of bottom and sides 

of trenches, stacking the excavated soil 

clear from the edge of excavation and 

subsequent filling around masonary in 

15 cm layers with compaction including 

disposal of all surplus soil as directed as 

per PWD specifications to the entire 

satisfaction of engineer in charge. 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

  
7.27 Cum 

 
Total 7.30 Cum 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar upto 40% excavated from 

foundation and taken only from outside 

the building plinth in 15 cm layers 

including ramming watering & 

consolidation complete in all respects to 

the entire satisfaction of engineer in 

charge. 

       

 
Room Cum 1 3.00 3.00 0.225 2.03 

 

  
2.03 

 

  
Total 2.00 Cum 

3 

Cement concrete 1:5:10 with stone 

ballast of size 40mm gauge including 

extra for using concrete mixer 

(Volumetric). 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Room Cum 1 3.00 3.00 0.075 0.68 

 

  
2.13 

 

  
Total 2.10 Cum 

4 

First class burnt brick work laid in 

cement sand mortar 1:6 in foundations 

and plinth as per PWD specifications 

complete in all respects to the entire 

satisfaction of engineer in charge. 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
Foundation Step -1 

 

 
Long Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Short Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Foundation Step -2 

 

 
Long Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Short Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Plinth 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

  
4.74 

 

  
Total 4.70 Cum 

5 

Damp proof course consisting of 40mm 

thick cement concrete 1:2:4 with 2 coats 

of bitumen 20/30 penetration @ 1.65 

Kg. per sqm, laid hot & sanded as per 

PWD specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Long Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Short Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

  
2.97 

 

  
Total 3.00 Sq.m 

6 

First class brunt brick work laid in 

cement mortar 1:6 in Ist storey up to 4 

metres above plinth level including extra 

for additional storey up to 4 metres 

above the top of structural roof of lower 

storey complete in all respects as per 

PWD satisfactions to the entire 

satisfaction of engineer in charge. 

       

 
Superstructure 

 

 
Long Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Short Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Parapet wall 

 

 
Long Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

 
Short Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

  
8.47 Cum 

 
Deduction 

 

 
D Cum 1 0.90 0.23 2.10 0.43 

 

 
W Cum 1 1.20 0.23 1.20 0.33 

 

 
Lintel Qty As per Item no 8 Cum 1 2.16 2.16 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
Slab Beam Qty As per Item no 9 Cum 1 0.31 0.31 

 

  
3.23 Cum 

  
Total qty 5.24 Cum 

  
Total 5.20 Cum 

7 

RCC work M 20 mech. batch Mixed 

using batch type concrete mixture as per 

IS 1791 and vibrated by needle vibrator 

but excluding steel reinforcement 

centring and shuttering in super structure 

including. Extra for RCC work done in 

subsequent storey above the first storey 

up to height of 4 metres or part thereof 

up to the roof top level of that storey 

complete in all respects. 

       

 
Lintel  

 

 
Long Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

  
0.30 Cum 

 
Slab Beam 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

  
0.31 Cum 

 
Slab 

 

 
Room Cum 1 3.46 3.46 0.125 1.50 

 

  
1.50 Cum 

 
Chhajja  

 

 
W Cum 1 1.66 0.30 0.10 0.05 

 

  
0.05 Cum 

  
Total 2.16 Cum 

8 

Providing and laying cold twisted 

deformed (ribbed / tor steel) TMT bars 

of grade Fe 500 confirming to IS 1786-

2008 with up to date amendments for 

RCC works, where not included in the 

complete rate of RCC including cutting, 

bending, binding and placing in position 

wastage complete in all respects to the 

entire satisfaction of engineer in charge 

       

 
Main  Steel 

 
Constant Qty. 

   

 
RCC Lintel Kg 80 0.30 

 
23.77 

 

 
RCC Chhaja Kg 80 0.05 

 
3.98 

 

 
RCC  Slab Beam Kg 100 0.31 

 
31.20 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
RCC Slabs Kg 80 1.50 

 
119.72 

 

  
178.67 

 

  
Total 179.00 Kg 

  
Total 1.80 Qtl  

9 

Centring and shuttering for sides and 

soffits of beam, beams launchings, 

girders, bressumers, lintels etc. 
       

 
8.00 SQ.M PER CU.M CONCRETE Sq.m 1 0.61 

 
8.00 4.87 

 

  
4.87 Sq.m 

  
Total 4.90 Sq.m 

10 

Centring and shuttering for flat surface 

such as suspended floors, roofs, landing, 

chhajjas and shelves etc. 
       

 
8.25 SQ.M PER CU.M CONCRETE Sq.m 1 1.55 

 
8.25 12.76 

 

  
12.76 Sq.m 

  
Total 12.80 Sq.m 

11 

Terracing consisting of tiles 22.86 x 

11.43m x 3.83cm laid over 25mm thick 

mud plaster, 75mm mud filling on 

another layer of 25mm mud plaster 

including two coats of bitumen laid hot 

@ 1.65 kg./sqm top of RCC slab 

including grouting with cement sand 

mortar 1:4 and top surface to be left 

clean after wire brushing etc. complete 

in all respects to the entire satisfaction of 

engineer in charge. 

       

 
Roof Sq.m 1 3.00 3.00 

 
9.00 

 

  
9.00 

 

  
Total 9.00 Sq.m 

12 

10mm thick cement plaster 1:4 complete 

in all respects as per PWD specification 

to the entire satisfaction of engineer in 

charge. 

       

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

  
9.00 Sq.m 

  
Total 9.00 Sq.m 

13 

12.5mm cement plaster 1:4 complete in 

all respects as per PWD specification to 

the entire satisfaction of engineer in 

charge. 

       

 
Room Sq.m 2 3.00 

 
2.70 16.20 

 

  
16.20 Sq.m 

  
32.40 Sq.m 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
Deduction 

 

 
D Sq.m 0.5 0.90 

 
2.10 0.95 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 

 

  
1.67 Sq.m 

  
Total qty 30.74 Sq.m 

  
Total 30.70 Sq.m 

14 White washing three coats 
       

 
As per item no 31,32 & 36 92.80 Sq.m 

  
Total 92.80 Sq.m 

15 Deep pointing with cement mortar 1:2 
       

 
Long wall Sq.m 2 3.46 

 
3.96 27.37 

 

 
Short wall Sq.m 2 3.46 

 
3.96 27.37 

 

  
54.74 Sq.m 

 
Deduction 

 

 
D Sq.m 0.5 0.90 

 
2.10 0.95 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 

 

  
1.67 Sq.m 

  
Total qty 53.07 Sq.m 

  
Total 53.10 Sq.m 

16 

Conglomerate floor 40mm thick cement 

concrete topping 1:2:4 with floating coat 

of 1.5mm thick neat cement laid in one 

operation to the topping. 

       

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

  
9.00 

 

  
Total 9.00 Sq.m 

17 

P/F M.S. angle iron 40x40x6mm 

chowkhat including iron hold fasts 

complete in all respect. 
       

 
D Rmt 1 0.90 

  
0.90 

 

 
D Rmt 2 2.10 

  
4.20 

 

  
5.10 Rmt 

   
@ 3.50 KG PER RMT 17.85 

 

   
17.85 

 

   
Total 17.90 Kg. 

18 

S/Fixing open able steel windows of 

standard rolled steel sections excluding 

glazing up to one sqm. Area. 
       

 
W Rmt 2 1.20 

  
2.40 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
W Rmt 2 1.20 

  
2.40 

 

  
4.80 Rmt 

  
@ 3.50 KG PER RMT 16.80 

 

  
16.80 

 

  
Total 16.80 Kg. 

19 
Factory manufactured flush door 35mm 

thick fixed in position        

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

  
1.89 

 

  
Total 1.90 Sq.m 

20 

Supplying  and fixing glass panes with 

glazing clips and special metal sash 

putty of approved make 
       

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

  
1.44 

 

  
Total 1.40 Sq.m 

21 

Providing and fixing cost of aluminium 

fittings complete for doors, windows, 

such as tower bolts, handles and screws 

etc. for these fittings (excluding sliding 

bolts). For shutter area above 0.50 Sqm. 

       

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

  
3.33 

 

  
Total 3.30 Sq.m 

22 

Providing and fixing aluminium sliding 

door bolts (ISI marked) anodized 

(anodic coating not less than grade AC 

10 as per IS 1868) transparent or dyed to 

required colour or shade with nuts and 

screws etc. complete in all respects as 

per PWD specifications to the entire 

satisfaction of engineer in charge 

       

 
Size 250 x 16mm 

       

 
D No 1 3.00 

  
3.00 

 

 
Size 200x16mm 

       

 
W No 1 4.00 

  
4.00 

 

  
4.00 No 

23 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of wooden 

door of toilets up to any storey with 

nails complete in all respects as per 

PWD specifications to the entire 

satisfaction of Engineer-in-charge. 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

  
1.89 

 

  
Total 1.90 Sq.m 

24 

Providing and fixing Twin rubber 

aluminium hanging floor door stopper of 

approved brand / quality anodized as per 

IS : 1868  transparent or dyed to 

required colour or shade with necessary 

screws etc. Up to any storey complete in 

all respects as per PWD specifications to 

the entire satisfaction of engineer in 

charge. 

       

 
D No 1 1.00 

  
1.00 

 

  
1.00 No 

 
W No 1 1.00 

  
1.00 

 

  
1.00 No 

  
Total 2.00 No 
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Estimate for One Room + Kitchen 

Item 

No. 
Description Unit  No. L  B H/D Quantity  

1 

Earth work in excavation in 

foundations trenches, etc. in all kinds 

of soil where pick jumper work is not 

involved and not exceeding 2.0 

meters depth including dressing of 

bottom and sides of trenches, 

stacking the excavated soil clear 

from the edge of excavation and 

subsequent filling around masonry in 

15 cm layers with compaction 

including disposal of all surplus soil 

as directed as per PWD 

specifications to the entire 

satisfaction of engineer in charge. 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Long Wall-1 Cum 1 2.43 0.75 0.75 1.37 

 

 
Short Wall-1 Cum 2 1.73 0.75 0.75 1.95 

 

  
10.58 Cum 

  
Total 

10.6

0 
Cum 

2 

Earth filling under floors with 

surplus ordinary soil or soil 

containing gravel or kankar up to 

40% excavated from foundation and 

taken only from outside the building 

plinth in 15 cm layers including 

ramming watering & consolidation 

complete in all respects to the entire 

satisfaction of engineer in charge. 

       

 
Room Cum 1 3.00 3.00 0.225 2.03 

 

 
Kitchen Cum 1 2.20 1.50 0.225 0.74 

 

  
2.77 

 

  
Total 2.80 Cum 

3 

Cement concrete 1:5:10 with stone 

ballast of size 40mm gauge including 

extra for using concrete mixer 

(Volumetric). 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Long Wall-1 Cum 1 2.43 0.75 0.15 0.27 

 

 
Short Wall-1 Cum 2 1.73 0.75 0.15 0.39 

 

 
Room Cum 1 3.00 3.00 0.075 0.68 

 

 
Kitchen Cum 1 2.20 1.50 0.075 0.25 

 

  
3.04 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

  
Total 3.00 Cum 

4 

First class burnt brick work laid in 

cement sand mortar 1:6 in 

foundations and plinth as per PWD 

specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Foundation Step -1 

       

 
Long Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Short Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Long Wall-1 Cum 1 2.43 0.60 0.30 0.44 

 

 
Short Wall-1 Cum 2 1.73 0.60 0.30 0.62 

 

 
Foundation Step -2 

       

 
Long Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Short Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Long Wall-1 Cum 1 2.43 0.45 0.30 0.33 

 

 
Short Wall-1 Cum 2 1.73 0.45 0.30 0.47 

 

 
Plinth 

       

 
Long Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Long Wall-1 Cum 1 2.43 0.23 0.225 0.13 

 

 
Short Wall-1 Cum 2 1.73 0.23 0.225 0.18 

 

  
6.90 

 

  
Total 6.90 Cum 

5 

Damp proof course consisting of 

40mm thick cement concrete 1:2:4 

with 2 coats of bitumen 20/30 

penetration @ 1.65 Kg. per sqm, laid 

hot & sanded as per PWD 

specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Long Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Short Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Long Wall-1 Cum 1 2.43 0.23 

 
0.56 

 

 
Short Wall-1 Cum 2 1.73 0.23 

 
0.80 

 

  
4.33 

 

  
Total 4.30 Sq.m 

6 

First class brunt brick work laid in 

cement mortar 1:6 in Ist storey up to 

4 metres above plinth level including 

extra for additional storey up to 4 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

metres above the top of structural 

roof of lower storey complete in all 

respects as per PWD satisfactions to 

the entire satisfaction of engineer in 

charge. 

 
Superstructure 

       

 
Long Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Short Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Long Wall-1 Cum 1 2.43 0.23 2.100 1.17 

 

 
Short Wall-1 Cum 2 1.73 0.23 2.100 1.67 

 

 
Parapet wall 

       

 
Long Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

 
Short Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

 
Long Wall-1 Cum 1 2.43 0.23 0.30 0.17 

 

 
Short Wall-1 Cum 2 1.73 0.23 0.30 0.24 

 

  
11.72 Cum 

 
Deduction 

 

 
D Cum 2 0.90 0.23 2.10 0.87 

 

 
W Cum 1 1.20 0.23 1.20 0.33 

 

 
W Cum 1 0.90 0.23 1.20 0.25 

 

 
Lintel Qty As per Item no 8 Cum 1 0.30 0.30 

 

 
Slab Beam Qty As per Item no 9 Cum 1 0.31 0.31 

 

  
2.06 Cum 

  
Total qty 9.66 Cum 

  
Total 9.70 Cum 

7 

RCC work M 20 mech. batch Mixed 

using batch type concrete mixture as 

per IS 1791 and vibrated by needle 

vibrator but excluding steel 

reinforcement centring and shuttering 

in super structure including. Extra for 

RCC work done in subsequent storey 

above the first storey up to height of 

4 metres or part thereof up to the roof 

top level of that storey complete in 

all respects. 

       

 
Lintel  

 

 
Long Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

 
Long Wall-1 Cum 0 2.43 0.23 0.10 0.00 

 

 
Short Wall-1 Cum 0 1.73 0.23 0.10 0.00 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

  
0.30 Cum 

 
Slab Beam 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

 
Long Wall-1 Cum 0 2.43 0.23 0.105 0.00 

 

 
Short Wall-1 Cum 0 1.73 0.23 0.105 0.00 

 

  
0.31 Cum 

 
Slab 

 

 
Room Cum 1 3.46 3.46 0.125 1.50 

 

 
Kitchen Cum 1 2.66 1.73 0.100 0.46 

 

  
1.96 Cum 

 
Chhajja  

 

 
W Cum 1 1.66 0.30 0.10 0.05 

 

 
W Cum 1 1.36 0.30 0.10 0.04 

 

  
0.09 Cum 

  
Total 2.66 Cum 

8 

Providing and laying cold twisted 

deformed (ribbed / tor steel) TMT 

bars of grade Fe 500 confirming to IS 

1786-2008 with up to date 

amendments for RCC works, where 

not included in the complete rate of 

RCC including cutting, bending, 

binding and placing in position 

wastage complete in all respects to 

the entire satisfaction of engineer in 

charge 

       

 
Main  Steel 

 
Constant Qty. 

   

 
RCC Lintel Kg 80 0.30 

 
23.77 

 

 
RCC Chhaja Kg 80 0.09 

 
7.25 

 

 
RCC  Slab Beam Kg 100 0.31 

 
31.20 

 

 
RCC Slabs Kg 80 1.96 

 
156.53 

 

   
218.75 

 

  
Total 219.00 Kg 

  
Total 2.20 Qtl  

9 

Centring and shuttering for sides and 

soffits of beam, beams launchings, 

girders, bressumers, lintels etc. 
       

 
8.00 SQ.M PER CU.M CONCRETE Sq.m 1 0.61 

 
8.00 4.87 

 

   
4.87 Sq.m 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

      
Total 4.90 Sq.m 

10 

Centring and shuttering for flat 

surface such as suspended floors, 

roofs, landing, chhajjas and shelves 

etc. 

       

 
8.25 SQ.M PER CU.M CONCRETE Sq.m 1 2.05 

 
8.25 16.89 

 

  
16.89 Sq.m 

  
Total 16.90 Sq.m 

11 

Terracing consisting of tiles 22.86 x 

11.43m x 3.83cm laid over 25mm 

thick mud plaster, 75mm mud filling 

on another layer of 25mm mud 

plaster including two coats of 

bitumen laid hot @ 1.65 kg./sqm top 

of RCC slab including grouting with 

cement sand mortar 1:4 and top 

surface to be left clean after wire 

brushing etc. complete in all respects 

to the entire satisfaction of engineer 

in charge. 

       

 
Roof Sq.m 1 3.00 3.00 

 
9.00 

 

 
Roof Sq.m 1 2.20 1.50 

 
3.30 

 

  
12.30 

 

  
Total 12.30 Sq.m 

12 

10mm thick cement plaster 1:4 

complete in all respects as per PWD 

specification to the entire satisfaction 

of engineer in charge. 

       

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

 
Kitchen Sq.m 1 2.20 1.50 

 
3.30 

 

  
12.30 Sq.m 

  
Total 12.30 Sq.m 

13 

12.5mm cement plaster 1:4 complete 

in all respects as per PWD 

specification to the entire satisfaction 

of engineer in charge. 

       

 
Room Sq.m 2 3.00 

 
2.70 16.20 

 

 
Room Sq.m 2 3.00 

 
2.70 16.20 

 

 
Kitchen Sq.m 2 2.20 

 
2.10 9.24 

 

 
Kitchen Sq.m 2 1.50 

 
2.10 6.30 

 

  
47.94 Sq.m 

 
Deduction 

 

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
W Sq.m 0.5 0.90 

 
1.20 0.54 

 

  
3.15 Sq.m 

  
Total qty 44.79 Sq.m 

  
Total 44.80 Sq.m 

14 White washing three coats 
       

 
As per item no 31,32 & 36 120.30 Sq.m 

  
Total 120.30 Sq.m 

15 
Deep pointing with cement mortar 

1:2        

 
Long wall Sq.m 2 3.46 

 
3.96 27.37 

 

 
Long wall Sq.m 2 1.73 

 
3.46 11.95 

 

 
Shortwall Sq.m 1 3.46 

 
3.96 13.68 

 

 
Shortwall Sq.m 1 2.66 

 
3.46 9.19 

 

 
Shortwall Sq.m 1 0.80 

 
3.96 3.16 

 

  
65.36 Sq.m 

 
Deduction 

 

 
D Sq.m 0.5 0.90 

 
2.10 0.95 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 

 

 
W Sq.m 0.5 0.90 

 
1.20 0.54 

 

  
2.21 Sq.m 

  
Total qty 63.16 Sq.m 

  
Total 63.20 Sq.m 

16 

Conglomerate floor 40mm thick 

cement concrete topping 1:2:4 with 

floating coat of 1.5mm thick neat 

cement laid in one operation to the 

topping. 

       

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

 
Kitchen Sq.m 1 2.20 1.50 

 
3.30 

 

  
12.30 

 

  
Total 12.30 Sq.m 

17 

P/F M.S. angle iron 40x40x6mm 

chowkhat including iron hold fasts 

complete in all respect. 
       

 
D Rmt 2 0.90 

  
1.80 

 

 
D Rmt 4 2.10 

  
8.40 

 

  
10.20 Rmt 

   
@ 3.50 KG PER RMT 35.70 

 

   
35.70 
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No. 
Description Unit  No. L  B H/D Quantity  

  
Total 35.70 Kg. 

18 

S/Fixing open able steel windows of 

standard rolled steel sections 

excluding glazing up to one sqm. 

Area. 

       

 
W Rmt 2 1.20 

  
2.40 

 

 
W Rmt 2 1.20 

  
2.40 

 

 
W1 Rmt 2 0.90 

  
1.80 

 

 
W1 Rmt 2 1.20 

  
2.40 

 

  
9.00 Rmt 

   
@ 3.50 KG PER RMT 31.50 

 

  
31.50 

 

  
Total 31.50 Kg. 

19 
Factory manufactured flush door 

35mm thick fixed in position        

 
D Sq.m 2 0.90 

 
2.10 3.78 

 

  
3.78 

 

  
Total 3.80 Sq.m 

20 

Supplying  and fixing glass panes 

with glazing clips and special metal 

sash putty of approved make 
       

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

 
W1 Sq.m 1 0.90 

 
1.20 1.08 

 

  
2.52 

 

  
Total 2.50 Sq.m 

21 

Providing and fixing cost of 

aluminium fittings complete for 

doors, windows, such as tower bolts, 

handles and screws etc. for these 

fittings (excluding sliding bolts). For 

shutter area above 0.50 Sqm. 

       

 
D Sq.m 2 0.90 

 
2.10 3.78 

 

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

 
W Sq.m 1 0.90 

 
1.20 1.08 

 

  
6.30 

 

  
Total 6.30 Sq.m 

22 

Providing and fixing aluminium 

sliding door bolts (ISI marked) 

anodized (anodic coating not less 

than grade AC 10 as per IS 1868) 

transparent or dyed to required 

colour or shade with nuts and screws 

etc. complete in all respects as per 

PWD specifications to the entire 
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satisfaction of engineer in charge 

 
Size 250 x 16mm 

       

 
D No 2 3.00 

  
6.00 

 

  
6.00 No 

 
Size 200x16mm 

       

 
W No 1 4.00 

  
4.00 

 

 
W1 No 1 4.00 

  
4.00 

 

  
8.00 No 

23 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of 

wooden door of toilets up to any 

storey with nails complete in all 

respects as per PWD specifications to 

the entire satisfaction of Engineer-in-

charge. 

       

 
D1 Sq.m 2 0.90 

 
2.10 3.78 

 

  
3.78 

 

  
Total 3.80 Sq.m 

24 

Providing and fixing Twin rubber  

aluminium hanging  floor door 

stopper of approved brand / quality 

anodized as per IS : 1868  transparent 

or dyed to required colour or shade 

with necessary screws etc. up to any 

storey complete in all respects as per 

PWD specifications to the entire 

satisfaction of engineer in charge. 

       

 
D No 2 1.00 

  
2.00 

 

  
2.00 No 

 
W No 1 1.00 

  
1.00 

 

 
W1 No 1 1.00 

  
1.00 

 

  
2.00 No 

  
Total 4.00 No 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

1 

Earth work in excavation in 

foundations trenches, etc. in all 

kinds of soil where pick jumper 

work is not involved and not 

exceeding 2.0 meters depth 

including dressing of bottom and 

sides of trenches, stacking the 

excavated soil clear from the edge 

of excavation and subsequent 

filling around masonry in 15 cm 

layers with compaction including 

disposal of all surplus soil as 

directed as per PWD specifications 

to the entire satisfaction of engineer 

in charge. 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Long Wall-1 Cum 2 1.13 0.75 0.75 1.27 

 

 
Short Wall-1 Cum 1 1.23 0.75 0.75 0.69 

 

  
9.23 Cum 

  
Total 9.20 Cum 

2 

Earth filling under floors with 

surplus ordinary soil or soil 

containing gravel or kankar up to 

40% excavated from foundation 

and taken only from outside the 

building plinth in 15 cm layers 

including ramming watering & 

consolidation complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Room Cum 1 3.00 3.00 0.225 2.03 

 

 
W.C Cum 1 0.90 1.00 0.225 0.20 

 

  
2.23 

 

  
Total 2.20 Cum 

3 

Cement concrete 1:5:10 with stone 

ballast of size 40mm gauge 

including extra for using concrete 

mixer (Volumetric). 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Long Wall-1 Cum 2 1.13 0.75 0.15 0.25 

 

 
Short Wall-1 Cum 1 1.23 0.75 0.15 0.14 
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Room Cum 1 3.00 3.00 0.075 0.68 

 

 
W.C Cum 1 0.90 1.00 0.075 0.07 

 

  
2.59 

 

  
Total 2.60 Cum 

4 

First class burnt brick work laid in 

cement sand mortar 1:6 in 

foundations and plinth as per PWD 

specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Foundation Step -1 

 

 
Long Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Short Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Long Wall-1 Cum 2 1.13 0.60 0.30 0.41 

 

 
Short Wall-1 Cum 1 1.23 0.60 0.30 0.22 

 

 
Foundation Step -2 

 

 
Long Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Short Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Long Wall-1 Cum 2 1.13 0.45 0.30 0.31 

 

 
Short Wall-1 Cum 1 1.23 0.45 0.30 0.17 

 

 
Plinth 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Long Wall-1 Cum 2 1.13 0.23 0.225 0.12 

 

 
Short Wall-1 Cum 1 1.23 0.23 0.225 0.06 

 

  
6.02 

 

  
Total 6.00 Cum 

5 

Damp proof course consisting of 

40mm thick cement concrete 1:2:4 

with 2 coats of bitumen 20/30 

penetration @ 1.65 Kg. per sqm, 

laid hot & sanded as per PWD 

specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Long Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Short Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Long Wall-1 Sq.m 2 1.13 0.23 

 
0.52 

 

 
Short Wall-1 Sq.m 1 1.23 0.23 

 
0.28 
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3.77 

 

  
Total 3.80 Sq.m 

6 

First class brunt brick work laid in 

cement mortar 1:6 in 1st storey up 

to 4 metres above plinth level 

including extra for additional storey 

up to 4 metres above the top of 

structural roof of lower storey 

complete in all respects as per 

PWD satisfactions to the entire 

satisfaction of engineer in charge. 

       

 
Superstructure 

 

 
Long Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Short Wall-1 Cum 2 3.23 0.23 2.700 4.01 

 

 
Long Wall-1 Cum 2 1.13 0.23 2.100 1.09 

 

 
Short Wall-1 Cum 1 1.23 0.23 2.100 0.59 

 

 
Parapet wall 

 

 
Long Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

 
Short Wall-1 Cum 1 3.23 0.23 0.30 0.22 

 

 
Long Wall-1 Cum 2 1.13 0.23 0.30 0.16 

 

 
Short Wall-1 Cum 1 1.23 0.23 0.30 0.08 

 

  
10.40 Cum 

 
Deduction 

 

 
D Cum 1 0.90 0.23 2.10 0.43 

 

 
D1 Cum 1 0.75 0.23 2.10 0.36 

 

 
W Cum 1 1.20 0.23 1.20 0.33 

 

 
V Cum 1 0.60 0.23 0.45 0.06 

 

 
Lintel Qty As per Item no 8 Cum 1 0.30 0.30 

 

 
Slab Beam Qty As per Item no 9 Cum 1 0.31 0.31 

 

  
1.80 Cum 

  
Total qty 8.60 Cum 

  
Total 8.60 Cum 

7 

RCC work M 20 mech. batch 

Mixed using batch type concrete 

mixture as per IS 1791 and vibrated 

by needle vibrator but excluding 

steel reinforcement centring and 

shuttering in super structure 

including. Extra for RCC work 

done in subsequent storey above 

the first storey up to height of 4 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

metres or part thereof up to the roof 

top level of that storey complete in 

all respects. 

 
Lintel  

 

 
Long Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.10 0.15 

 

 
Long Wall-1 Cum 0 1.13 0.23 0.10 0.00 

 

 
Short Wall-1 Cum 0 1.23 0.23 0.10 0.00 

 

  
0.30 Cum 

 
Slab Beam 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.105 0.16 

 

 
Long Wall-1 Cum 0 1.13 0.23 0.105 0.00 

 

 
Short Wall-1 Cum 0 1.23 0.23 0.105 0.00 

 

  
0.31 Cum 

 
Slab 

 

 
Room Cum 1 3.46 3.46 0.125 1.50 

 

 
W.C Cum 1 1.13 1.46 0.100 0.16 

 

  
1.66 Cum 

 
Chhajja  

 

 
W Cum 1 1.66 0.30 0.10 0.05 

 

  
0.05 Cum 

  
Total 2.32 Cum 

8 

Providing and laying cold twisted 

deformed (ribbed / tor steel) TMT 

bars of grade Fe 500 confirming to 

IS 1786-2008 with up to date 

amendments for RCC works, where 

not included in the complete rate of 

RCC including cutting, bending, 

binding and placing in position 

wastage complete in all respects to 

the entire satisfaction of engineer in 

charge 

       

 
Main  Steel 

 
Constant Qty. 

   

 
RCC Lintel Kg 80 0.30 

 
23.77 

 

 
RCC Chhaja Kg 80 0.05 

 
3.98 

 

 
RCC  Slab Beam Kg 100 0.31 

 
31.20 

 

 
RCC Slabs Kg 80 1.66 

 
132.91 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

   
191.87 

 

  
Total 192.00 Kg 

  
Total 1.90 Qtl  

9 

Centring and shuttering for sides 

and soffits of beam, beams 

launchings, girders, bressumers, 

lintels etc. 

       

 

8.00 SQ.M PER CU.M 

CONCRETE 
Sq.m 1 0.61 

 
8.00 4.87 

 

  
4.87 Sq.m 

  
Total 4.90 Sq.m 

10 

Centring and shuttering for flat 

surface such as suspended floors, 

roofs, landing, chhajjas and shelves 

etc. 

       

 

8.25 SQ.M PER CU.M 

CONCRETE 
Sq.m 1 1.71 

 
8.25 14.12 

 

  
14.12 Sq.m 

  
Total 14.10 Sq.m 

11 

Terracing consisting of tiles 22.86 x 

11.43m x 3.83cm laid over 25mm 

thick mud plaster, 75mm mud 

filling on another layer of 25mm 

mud plaster including two coats of 

bitumen laid hot @ 1.65 kg./sqm 

top of RCC slab including grouting 

with cement sand mortar 1:4 and 

top surface to be left clean after 

wire brushing etc. complete in all 

respects to the entire satisfaction of 

engineer in charge. 

       

 
Roof Sq.m 1 3.00 3.00 

 
9.00 

 

 
Roof Sq.m 1 0.90 1.00 

 
0.90 

 

  
9.90 

 

  
Total 9.90 Sq.m 

12 

10mm thick cement plaster 1:4 

complete in all respects as per 

PWD specification to the entire 

satisfaction of engineer in charge. 

       

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

 
W.C Sq.m 1 0.90 1.00 

 
0.90 

 

  
9.90 Sq.m 

  
Total 9.90 Sq.m 

13 12.5mm cement plaster 1:4 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

complete in all respects as per 

PWD specification to the entire 

satisfaction of engineer in charge. 

 
Room Sq.m 2 3.00 

 
2.70 16.20 

 

 
Room Sq.m 2 3.00 

 
2.70 16.20 

 

 
W.C Sq.m 2 0.90 

 
2.10 3.78 

 

 
W.C Sq.m 2 1.00 

 
2.10 4.20 

 

  
40.38 Sq.m 

 
Deduction 

 

 
D Sq.m 0.5 0.90 

 
2.10 0.95 

 

 
D1 Sq.m 0.5 0.75 

 
2.10 0.79 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 

 

 
V Sq.m 0.5 0.60 

 
0.45 0.14 

 

  
2.59 Sq.m 

  
Total qty 37.79 Sq.m 

  
Total 37.80 Sq.m 

14 White washing three coats 
       

 
As per item no 31,32 & 36 107.30 Sq.m 

  
Total 107.30 Sq.m 

15 
Deep pointing with cement mortar 

1:2        

 
Long wall Sq.m 2 3.46 

 
3.955 27.37 

 

 
Short wall Sq.m 1 3.46 

 
3.955 13.68 

 

 
Short wall Sq.m 1 2.00 

 
3.955 7.91 

 

 
Long wall Sq.m 2 1.13 

 
3.330 7.53 

 

 
Short wall Sq.m 1 1.46 

 
3.330 4.86 

 

  
61.35 Sq.m 

 
Deduction 

 

 
D Sq.m 0.5 0.90 

 
2.10 0.95 

 

 
W Sq.m 0.5 1.20 

 
1.20 0.72 

 

 
V Sq.m 0.5 0.60 

 
0.45 0.14 

 

  
1.80 Sq.m 

  
Total qty 59.55 Sq.m 

  
Total 59.60 Sq.m 

16 

Conglomerate floor 40mm thick 

cement concrete topping 1:2:4 with 

floating coat of 1.5mm thick neat 

cement laid in one operation to the 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

topping. 

 
Room Sq.m 1 3.00 3.00 

 
9.00 

 

 
W.C Sq.m 1 0.90 1.00 

 
0.90 

 

  
9.90 

 

  
Total 9.90 Sq.m 

17 

20mm thick grey polished skirting 

or dado consisting of bottom layer 

of 16mm thick cement sand 1:3 

plaster and finished 3mm thick 

topping of neat cement rubbed and 

polished including rounding of 

junction with floor. 

       

 
W.C Dedo Sq.m 2 0.90 1.00 

 
1.80 

 

 
W.C Dedo Sq.m 2 1.00 1.00 

 
2.00 

 

  
3.80 

 

  
Total 3.80 Sq.m 

 
Deduction 

 

 
D1 Sq.m 1 0.75 

 
1.00 0.75 

 

  
0.75 Sq.m 

  
Total qty 3.05 Sq.m 

  
Total 3.10 Sq.m 

18 

P/F M.S. angle iron 40x40x6mm 

chowkhat including iron hold fasts 

complete in all respect. 
       

 
D Rmt 1 0.90 

  
0.90 

 

 
D Rmt 2 2.10 

  
4.20 

 

 
D1 Rmt 1 0.75 

  
0.75 

 

 
D1 Rmt 2 2.10 

  
4.20 

 

  
10.05 Rmt 

   
@ 3.50 KG PER RMT 35.18 

 

  
35.18 

 

  
Total 35.20 Kg. 

19 

S/Fixing open able steel windows 

of standard rolled steel sections 

excluding glazing up to one sqm. 

Area. 

       

 
W Rmt 2 1.20 

  
2.40 

 

 
W Rmt 2 1.20 

  
2.40 

 

 
V Rmt 2 0.60 

  
1.20 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
V Rmt 2 0.45 

  
0.90 

 

  
6.90 Rmt 

   
@ 3.50 KG PER RMT 24.15 

 

  
24.15 

 

  
Total 24.20 Kg. 

20 
Factory manufactured flush door 

35mm thick fixed in position        

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

 
D1 Sq.m 1 0.75 

 
2.10 1.58 

 

  
3.47 

 

  
Total 3.50 Sq.m 

21 

Supplying  and fixing glass panes 

with glazing clips and special metal 

sash putty of approved make 
       

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

 
V Sq.m 1 0.60 

 
0.45 0.27 

 

  
1.71 

 

  
Total 1.70 Sq.m 

22 

Providing and fixing cost of 

aluminium fittings complete for 

doors, windows, such as tower 

bolts, handles and screws etc. for 

these fittings (excluding sliding 

bolts). For shutter area above 0.50 

Sqm. 

       

 
D Sq.m 1 0.90 

 
2.10 1.89 

 

 
D1 Sq.m 1 0.75 

 
2.10 1.58 

 

 
W Sq.m 1 1.20 

 
1.20 1.44 

 

  
4.91 

 

  
Total 4.90 Sq.m 

23 

Providing and fixing aluminium 

sliding door bolts (ISI marked) 

anodized (anodic coating not less 

than grade AC 10 as per IS 1868) 

transparent or dyed to required 

colour or shade with nuts and 

screws etc. complete in all respects 

as per PWD specifications to the 

entire satisfaction of engineer in 

charge 

       

 
Size 250 x 16mm 

       

 
D No 1 3.00 

  
3.00 
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

 
D1 No 1 3.00 

  
3.00 

 

  
6.00 No 

 
Size 200x16mm 

       

 
W No 1 4.00 

  
4.00 

 

 
V No 1 2.00 

  
2.00 

 

  
6.00 No 

24 

Providing & fixing 0.50mm thick 

aluminium sheet on back side of 

wooden door of toilets up to any 

storey with nails complete in all 

respects as per PWD specifications 

to the entire satisfaction of 

Engineer-in-charge. 

       

 
D1 Sq.m 1 0.75 

 
2.10 1.58 

 

  
1.58 

 

  
Total 1.60 Sq.m 

25 

Providing and fixing Twin rubber  

aluminium hanging  floor door 

stopper of approved brand / quality 

anodized as per IS : 1868  

transparent or dyed to required 

colour or shade with necessary 

screws etc. Up to any storey 

complete in all respects as per 

PWD specifications to the entire 

satisfaction of engineer in charge. 

       

 
D No 1 1.00 

  
1.00 

 

 
D1 No 1 1.00 

  
1.00 

 

  
2.00 No 

 
W No 1 1.00 

  
1.00 

 

       
1.00 No 

  
Total 3.00 No 
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Estimate for One Room + Bathroom 

Item 

No. 
Description Unit  No. L  B H/D Quantity  

1 

Earth work in excavation in foundations 

trenches, etc. in all kinds of soil where 

pick jumper work is not involved and not 

exceeding 2.0 meters depth including 

dressing of bottom and sides of trenches, 

stacking the excavated soil clear from the 

edge of excavation and subsequent filling 

around masonry in 15 cm layers with 

compaction including disposal of all 

surplus soil as directed as per PWD 

specifications to the entire satisfaction of 

engineer in charge. 

       

 
Long Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.75 3.63 

 

 
Long Wall-1 Cum 2 1.43 0.75 0.75 1.61 

 

 
Short Wall-1 Cum 1 1.23 0.75 0.75 0.69 

 

  
9.57 Cum 

  
Total 9.60 Cum 

2 

Earth filling under floors with surplus 

ordinary soil or soil containing gravel or 

kankar up to 40% excavated from 

foundation and taken only from outside 

the building plinth in 15 cm layers 

including ramming watering & 

consolidation complete in all respects to 

the entire satisfaction of engineer in 

charge. 

       

 
Room Cum 1 3.00 3.00 0.225 2.03 

 

 
Bath Cum 1 1.20 1.00 0.225 0.27 

 

  
2.30 

 

  
Total 2.30 Cum 

3 

Cement concrete 1:5:10 with stone ballast 

of size 40mm gauge including extra for 

using concrete mixer (Volumetric). 
       

 
Long Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Short Wall-1 Cum 2 3.23 0.75 0.15 0.73 

 

 
Long Wall-1 Cum 2 1.43 0.75 0.15 0.32 

 

 
Short Wall-1 Cum 1 1.23 0.75 0.15 0.14 

 

 
Room Cum 1 3.00 3.00 0.075 0.68 

 

 
Bath Cum 1 1.20 1.00 0.075 0.09 

 

  
2.68 

 

  
Total 2.70 Cum 

4 
First class burnt brick work laid in cement 

sand mortar 1:6 in foundations and plinth        
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Item 

No. 
Description Unit  No. L  B H/D Quantity  

as per PWD specifications complete in all 

respects to the entire satisfaction of 

engineer in charge. 

 
Foundation Step -1 

 

 
Long Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Short Wall-1 Cum 2 3.23 0.60 0.30 1.16 

 

 
Long Wall-1 Cum 2 1.43 0.60 0.30 0.51 

 

 
Short Wall-1 Cum 1 1.23 0.60 0.30 0.22 

 

 
Foundation Step -2 

 

 
Long Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Short Wall-1 Cum 2 3.23 0.45 0.30 0.87 

 

 
Long Wall-1 Cum 2 1.43 0.45 0.30 0.39 

 

 
Short Wall-1 Cum 1 1.23 0.45 0.30 0.17 

 

 
Plinth 

 

 
Long Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Short Wall-1 Cum 2 3.23 0.23 0.225 0.33 

 

 
Long Wall-1 Cum 2 1.43 0.23 0.225 0.15 

 

 
Short Wall-1 Cum 1 1.23 0.23 0.225 0.06 

 

  
6.24 

 

  
Total 6.20 Cum 

5 

Damp proof course consisting of 40mm 

thick cement concrete 1:2:4 with 2 coats 

of bitumen 20/30 penetration @ 1.65 Kg. 

per sqm, laid hot & sanded as per PWD 

specifications complete in all respects to 

the entire satisfaction of engineer in 

charge. 

       

 
Long Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Short Wall-1 Sq.m 2 3.23 0.23 

 
1.49 

 

 
Long Wall-1 Sq.m 2 1.43 0.23 

 
0.66 

 

 
Short Wall-1 Sq.m 1 1.23 0.23 

 
0.28 

 

  
3.91 

 

  
Total 3.90 Sq.m 

6 

First class brunt brick work laid in cement 

mortar 1:6 in Ist storey up to 4 metres 

above plinth level including extra for 

additional storey up to 4 metres above the 

top of structural roof of lower storey 

complete in all respects as per PWD 

satisfactions to the entire satisfaction of 

engineer in charge. 

       

 
Superstructure 

 




